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SECTION 00 91 13-01 
ADDENDUM NO. 1 

              
 

Dated: June 12, 2026 
 
Project:  East Central Multi-Purpose Arena 
Concession and Restrooms (RE-BID) 

Owner: 

 Jackson County Board of Supervisors  
Engineer's Project No.: 

 NS.19141 

 
The following changes, additions, and/or deletions are hereby made a part of the Project Manual for the East Central 
Multi-Purpose Arena Concession and Restrooms (RE-BID) for the Jackson County Board of Supervisors dated May 
24, 2026 as fully and completely as if the same were fully and completely set forth therein: 
 
VOLUME 2 – DRAWINGS 
 
1. SHEET M2.01 HVAC PLAN: ADD Note: All trunk and branch ducts, as necessary, to be located on flat roof 

of concession building.  All ductwork to comply with sheet M1.01 Note 4 regarding Exterior Ductwork.  
Alumaguard may be omitted for exterior ductwork beneath the Arena roof. 

 
2. SHEET M2.03 HVAC ARENA PLAN:  DELETE this sheet in its entirety.  
 
3. SHEET M3.02 HVAC SCHEDULES: CHANGE HVLS-1, 2, and 3 fans to be removed from schedule. 
 
CLARIFICATIONS 
 
1. Drawings C2.00, D2.00 detail 1, & A1.00 show a new septic tank at the north of the new slab, just to the 

right of the loading dock.  P2.01 shows a grease trap in that same location.  P2.02 keynote 5 shows a liquid 
propane storage tank in the same area.  No septic tank is shown on the Plumbing pages.  Is the design intent 
to have the propane tank, then the grease trap and then the septic tank in the same areas in a line? The intent 
is to locate the LP tank east of the loading dock in a north-south direction, clearance as required per 
code based on its size. The Proceptor Grease Trap shall be located as orientated on Sheet P2.01 with 
5’ clearance between it and the LP Tank. The Step Septic Tank shall then be located east of the grease 
trap as required to install the plumbing as designed on Sheet P2.01. Both the grease trap and the septic 
tank shall be aligned. The septic tank location on A1.00 shall be disregarded.  The final location of all 
three items shall be coordinated in the field after all submittals have been approved.  
 

2. E0.01 shows deleted work or work by the owner.  IT also shows work with symbols or abbreviations that are 
not on E0.00.  Can clarification be provided as to what the contractor must provide on E0.01? Contractor 
shall provide the Work from Panel MDP to Panel P1 and the telephone service conduits. Work for the 
Step System Pump is by Owner per Sheet E2.00. 
 

3. D2.00 detail 1 shows several septic tank sizes.  What size septic tank will be used for this project and is the 
contractor to provide the installation of the septic tank, or will that be provided and installed by JCUA? The 
size of the Step Septic Tank is 1500 gallons as per Section 22 14 29.18 for commercial tanks. 
 

4. Confirm the counter door will be exterior - surface mounted above lintel to CMU. Yes, it will be exterior 
surface mounted per Detail 5/A1.02, as specified in Section 08 33 13, and mounted at the lintel. Lintel 
height to accommodate the height of the coil assembly.  
 

5. Confirm the opening size to be 12' x 4’. The opening size shall be coordinated with the actual 4’H x 3’W 
aluminum windows specified and rough opening of the CMU.  

 
6. Sheet S2.00 shows 2 layers 5/8" plywood, joints staggered between layers but only shows the hatch for 

plywood on a section of the roof. I told him this was intended to be schematic to better show the layers, and 
the plywood was required for the entire structure, but he asked me to confirm. Yes, the plywood decking 
covers the entire roof framing. The decking is illustrated in corner of the plan for clarity of roof 
framing.  






