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ELKAY LRAD331965 ADA TW
COMPARTMENT TYPE 304, 1
GA STAINLESS STEEL SINK

WITH TWO HANDLE WRIST

BLADE SWING SPOUT FAUCET,

BASKET STRAINER, CAST BRASS

PTRAP AND 1/4 TURN STOPS.
EXTEND DRAIN, VENT AND HOT
AND COLD WATER TO EXISTING
SERVICES, FIELD VERIFY EXACT

ROUTING. CUT SLAB AS
REQUIRED TO TIE IN TO

EXISTING SANITARY SEWER.W
RESTROOM
— e

ADD ASSE 1070 MIXING
VALVES TO EACH

EXISTING LAVATORY. _Y

CONFERENCE

HALL

OFFICE 101

_—

OFFICE
103

OFFICE

[\

LOBBY

[———

1/2"
1 EXTEND TO A" (| 2"
] EXISTING Iy
VENT ABOVE I
SUITE #1 ] CEILING L !
SUITE #1 | L,
WORK AREA /IJ
110
2 /q,
7
[\ ‘ T e~ Nexistive 4
| S
\ / ] A%
\/ \ -
\ | BREAK ROOM ] ©
/) -
. ™, 115 I _-~
7 ~T
——-Ess————" ||
| U9
I =
. RESTROOM ]
\H/ H <\
/ LY —— -
. MULTI-PURPOSE . P
@ ’ AA ” A < 5 .
Hj /ﬁ’ :A [f' Ai 9 ) . Efég D{g
DA . < , < ° 4\\ < D’_‘ = = Ir/
u I u I [ u ] T
OFFICE OFFICE OFFICE OFFICE HALL OFFICE IT CLOSET BREAK ROOM
208 209 211 212 215
JAN. P
‘J/V\\ “/V\\ /\\‘ B gjj
] [ ] [ [ I >
——
SUITE #2 b\§> /
ADD ASSE 1070 MIXING oo I
WOREA VALVES TO EACH ° |
206 EXISTING LAVATORY. _ ~ |
J = VZa\\ / )
TRlas o
oo Ol 7
Jb’\l ]
e
RESTROOM
HALL -
201
:{/N’ J\/N'
LOBBY
200
CONFERENCE
OFFICE OFFICE OFFICE OFFICE 218
205 203 202
[—T— ’7 il [ T ’_‘ )—U—‘T \\ —‘ [——I ’_‘ [T

71\ PLUMBING FLOOR PLAN
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PLUMBING GENERAL NOTES:

THE FOLLOWING IS A BRIEF DESCRIPTION OF WORK SPECIFIC TO CERTAIN ASPECTS
OF THIS PROJECT. THIS IS NOT INTENDED TO BE A COMPREHENSIVE SUMMARY OF
WORK. PROSPECTIVE BIDDERS/CONTRACTORS SHALL REVIEW ALL CONSTRUCTION
DRAWINGS, SPECIFICATIONS AND SITE CONDITIONS AND MAKE ALLOWANCES FOR
ALL WORK INCLUDED HEREIN AND ANY ADDITIONAL WORK REQUIRED TO COMPLETE
THIS PROJECT. MEANS AND METHODS FOR THE PROPER INSTALLATION OF THIS
WORK IS STRICTLY THE RESPONSIBILITY OF THE GENERAL CONTRACTOR AND HIS
SUB—CONTRACTORS.

1. FURNISH AND INSTALL ALL EQUIPMENT/PLUMBING FIXTURES AS INDICATED BY
THESE DRAWINGS. CONTRACTOR SHALL MAKE ALL FINAL CONNECTIONS AS
REQUIRED. FOR EQUIPMENT FURNISHED BY OTHERS, CONTRACTOR SHALL VERIFY
ALL UTILITY CONNECTIONS IN THE FIELD.

2. CONTRACTOR SHALL VERIFY THE EXACT LOCATIONS AND INVERTS OF ALL
EXISTING SERVICES IN FIELD PRIOR TO MAKING ROUGH=-INS. FAILURE TO DO
SO MAY RESULT IN THE BREAKING OF SLAB AT CONTRACTOR’S EXPENSE.

3. THE ROUTING OF ALL PIPING SHALL BE COORDINATED WITH ALL THE OTHER
TRADES TO AVOID POSSIBLE CONFLICTS. OFFSET PIPING AS REQUIRED.

4. ALL DOMESTIC WATER PIPING SHALL BE RUN ABOVE THE CEILING AND/OR
CONCEALED IN WALLS UNLESS OTHERWISE NOTED.

S. CONTRACTOR SHALL COORDINATE SPACE REQUIREMENTS AND SERVICE
CLEARANCES FOR ALL EQUIPMENT PRIOR TO SUBMITTING SHOP DRAWINGS.

6. CONTRACTOR SHALL CONSOLIDATE VENTS TO MINIMIZE PENETRATIONS THROUGH
ROOF. LOCATE VENTS A MINIMUM OF 10 FEET FROM FRESH AIR OPENINGS.
VENT PENETRATIONS SHALL BE COORDINATED WITH ARCHITECT PRIOR TO
ROUGH=IN.

7. AT EACH FIXTURE OR GROUP OF FIXTURES (WITHIN SAME CHASE), FURNISH
AND INSTALL A 12” HIGH AIR CHAMBER OF SAME SIZE AS BRANCH FEED LINE.
PROVIDE "SHOCK ARRESTOR” AT ALL FIXTURES WITH QUICK CLOSING VALVES
SUCH AS FLUSH VALVES, ETC.

8. PROVIDE CHROME PLATED BRASS ESCUTCHEONS WHERE PIPES PENETRATE
FINISHED SURFACES.

9. CONTRACTOR SHALL SEAL ALL PENETRATIONS THROUGH EXTERIOR WALLS
WEATHER TIGHT. SEALANT SHALL BE INSTALLED IN A NEAT AND WORKMANLIKE
MANNER.

10. PROVIDE SLEEVES FOR ALL PIPES PASSING THROUGH WALL, FLOOR, BEAMS,
FOOTINGS, ETC AS SPECIFIED. ALL METAL PIPING PASSING THROUGH CONCRETE
SLAB SHALL BE WRAPPED AS SPECIFIED.

11. NO WATER OR DRAIN LINES MAY BE RUN ABOVE ELECTRICAL PANELS OR
COMMUNICATION PANELS. COORDINATE WITH ELECTRICAL PLANS AND OFFSET
PIPING IN THE FIELD AS REQUIRED.

12. CONTRACTOR SHALL PROVIDE VALVES, UNIONS, STOPS, CONNECTIONS AS
REQUIRED TO ALL EQUIPMENT. PROVIDE VALVES ON INLET AND OUTLET SIDE
OF ALL EQUIPMENT AND FIXTURES.

13. FURNISH AND INSTALL ACCESS PANELS WHERE VALVES, EQUIPMENT, ETC MAY
BE CONCEALED OR INACCESSIBLE.

14. REFER TO ARCHITECTURAL PLANS FOR REQUIRED MOUNTING HEIGHT OF ALL
PLUMBING FIXTURES.

15. PIPE AND PIPE FITTINGS, INCLUDING VALVES AND FAUCETS, UTILIZED IN THE
WATER SUPPLY SYSTEM SHALL MEET LA STATE PLUMBING CODE LEAD CONTENT
REQUIREMENTS IN ACCORDANCE WITH LA LOW LEAD ACT.

16. FIRE CAULK ALL PENETRATIONS THROUGH RATED ASSEMBLIES TO MEET UL
LISTING.

RCE PROJECT NO. 260004

USE AND INTERPRETATION OF THIS DRAWING

1. GENERAL CONDITIONS OF THE CONTRACT FOR CONSTRUCTION, ARTICLE 1 AIA DOCUMENT A201, ARE PART
OF THE CONTRACT DOCUMENTS AND DESCRIBE USE AND INTENT OF THIS DRAWING. THE CONTRACT
DOCUMENTS INCLUDE NOT ONLY THE DRAWINGS, BUT ALSO THE OWNER-CONTRACTOR AGREEMENT,
CONDITIONS OF THE CONTRACT, THE SPECIFICATIONS, ADDENDA, AND MODIFICATIONS ISSUED AFTER
EXECUTION OF THE CONTRACT. THESE CONTRACT DOCUMENTS ARE COMPLEMENTARY, AND WHAT IS
REQUIRED BY ANYONE SHALL BE AS BINDING AS IF REQUIRED BY ALL. WORK NOT COMPLETELY DELINEATED
HEREON SHALL BE CONSTRUCTED OF THE SAME MATERIALS AND DETAILED SIMILARLY AS WORK SHOWN
MORE COMPLETELY ELSEWHERE IN THE CONTRACT DOCUMENTS.

2. BY USE OF THE DRAWINGS FOR CONSTRUCTION OF THE PROJECT, THE OWNER REPRESENTS THAT HE
HAS REVIEWED AND APPROVED THE DRAWINGS, AND THAT THE CONSTRUCTION DOCUMENT PHASE OF THE
PROJECT IS COMPLETE. THE CONTRACTOR REPRESENTS THAT HE HAS VISITED THE SITE, FAMILIARIZED
HIMSELF WITH THE LOCAL CONDITIONS, VERIFIED FIELD DIMENSIONS AND CORRELATED HIS OBSERVATIONS
WITH REQUIREMENTS OF THE CONTRACT DOCUMENTS.

3. THE CONTRACT SUM AND CONTRACT TIME MAY BE CHANGED ONLY BY CHANGE ORDER TO THE
CONTRACTOR SIGNED BY THE OWNER AND THE ARCHITECT. ANY WORK PERFORMED IN VARIANCE WITH THE
CONTRACT DOCUMENTS AND NOT COVERED BY THE ARCHITECT'S WRITTEN ORDER FOR A MINOR CHANGE IN
THE WORK OR A CHANGE ORDER, WILL NOT BE ACCEPTED.

4. AS INSTRUMENTS OF SERVICE, ALL DRAWINGS, SPECIFICATIONS AND COPIES THEREOF FURNISHED BY THE
ARCHITECT ARE HIS PROPERTY. THEY ARE TO BE USED ONLY FOR THIS PROJECT AND ARE NOT TO BE USED
ON ANY OTHER PROJECT. CHANGES TO THE DRAWINGS MAY ONLY BE MADE BY THE ARCHITECT. ANY
SUBMISSION OR DISTRIBUTION WITHOUT THE EXPRESS WRITTEN CONSENT OF THE ARCHITECT MAY BE
CONSTRUED AS DEROGATION OF THE ARCHITECT'S COPYRIGHT OR OTHER RESERVED RIGHTS.

REUSE OF THIS DRAWING IN ANY MANNER IS STRICTLY
PROHIBITED WITHOUT THE WRITTEN APPROVAL OF
RITTER CONSULTING ENGINEERS LTD.

Copyright 2026

RCL ARCHITECTURE pLLc.
900 W. Causeway Approach

Mandeville, LA 70471

985-727-4440

Fax: 985-727-4467

829 Baronne St.
New Orleans, LA 70113
504-837-7346

This drawing and design is the exclusive

property of Richard C. Lambert Consultants, LLC

and may not be reproduced or used without
authorization and written permission. © 2026

RCLA Project No.: 22535B
HCPHC Project No.: AP2602

Date Issued: 04/17/2026
Drawn By: FJM/ABM
Checked By: ABM
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TRANSFER GRILLES AND

TRANSFER DUCT,

ALUMINUM CONSTRUCTION,
WHITE FINISH. TYPICAL
CONFERENCE 105, OFFICE
207, OFFICE 208, OFFICE
209, OFFICE 210 AND

OFFICE 212.

COORDINATE ROUTING OF
NEW MINI SPLIT PIPING
ABOVE FURR DOWN WITH
EXISTING STRUCTURAL

RELOCATED EH

CEILING I

DIFFUSER

LOCATION. ;\
CONFERENCE

CONDITIONS.

CONDENSATE DRAIN FOR HP-S5A HARD
PIPE CONCEALED IN EXTERIOR WALL THIS
VICINITY. TIE INTO EXISTING
DOWNSPOUT/SUBSURFACE DRAIN SYSTEM
ABOVE GRADE, FIELD COORDINATE EXACT
LOCATION WITH ARCHITECT.

HP-5D HARD PIPE CONCEALED IN EXTERIOR
WALL THIS VICINITY. TIE INTO EXISTING
DOWNSPOUT/SUBSURFACE DRAIN SYSTEM
ABOVE GRADE, FIELD COORDINATE EXACT

LOCATION WITH ARCHITECT. CONDENSATE CAN
DISCHARGE TO A SINGLE 1.5” HEADER ABOVE

CEILING TO ALLOW FOR A SINGLE WALL

PENETRATION THESE 3.

HP-5A, HP-5B, HP-S5C: NEW 2X2
MULTI ZONE CEILING CASSETTE,

9000 BTUH COOLING, 11000 BTUH
HEATING, 1AMP, 208/230-1-60

ELECTRICAL SERVICE. FURNISH WITH
WALL MOUNTED WIRED THERMOSTAT.

HP=5D: NEW 2X2 MULTI ZONE
CEILING CASSETTE, 14100 BTUH
COOLING, 18000 BTUH HEATING,
1AMP, 208/230-1-60 ELECTRICAL
SERVICE. FURNISH WITH WALL
MOUNTED WIRED THERMOSTAT.
ROUTE CONDENSATE TO EXTERIOR
WALL, DROP DOWN IN WALL TO
6”AFG AND DISCHARGE AT

EXTERIOR WITH 90° TURNDOWN.

/"1 \ HVAC FLOOR PLAN

T
%
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— ] &

CONDENSATE DRAIN FOR HP-5B, HP-5C AND

AZ’

\ l 5

1l 10”8
Ny [/
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N 104/

&

FFICE
1 03]

-

ot
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HVAC GENERAL NOTES:

THE FOLLOWING IS A BRIEF DESCRIPTION OF WORK SPECIFIC TO CERTAIN ASPECTS OF THIS PROJECT.

THIS IS NOT INTENDED TO BE A COMPREHENSIVE SUMMARY OF WORK.

PROSPECTIVE

BIDDERS/CONTRACTORS SHALL REVIEW ALL CONSTRUCTION DRAWINGS, SPECIFICATIONS AND SITE
CONDITIONS AND MAKE ALLOWANCES FOR ALL WORK INCLUDED HEREIN AND ANY ADDITIONAL WORK
REQUIRED TO COMPLETE THIS PROJECT. MEANS AND METHODS FOR THE PROPER INSTALLATION OF
THIS WORK IS STRICTLY THE RESPONSIBILITY OF THE GENERAL CONTRACTOR AND HIS
SUB—CONTRACTORS.

THIS IS NOT INTENDED TO BE A COMPREHENSIVE SUMMARY OF WORK.
BIDDERS/CONTRACTORS SHALL REVIEW ALL CONSTRUCTION DRAWINGS, SPECIFICATIONS AND SITE
CONDITIONS AND MAKE ALLOWANCES FOR ALL WORK INCLUDED HEREIN AND ANY ADDITIONAL WORK
REQUIRED TO COMPLETE THIS PROJECT. MEANS AND METHODS FOR THE PROPER INSTALLATION OF

HVAC CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING THE ROUTING OF ALL DUCTWORK
WITH THE STRUCTURE AND OTHER TRADES AS CONDITIONS ALLOW. RE-—ROUTE DUCTWORK AS
NECESSARY TO AVOID CONFLICT. TRANSITION UP/DOWN TO AVOID OTHER TRADES AS NECESSARY.

INSTALL AT EACH DUCT TAKEOFF AN ADJUSTABLE VOLUME DAMPER IN AN ACCESSIBLE LOCATION.

PROVIDE METAL STRAP HANGERS FOR ALL DUCTWORK AT MINIMUM 8 FT. INTERVALS.

CONTRACTOR SHALL COORDINATE SPACE REQUIREMENTS AND SERVICE CLEARANCES FOR ALL
EQUIPMENT PRIOR TO SUBMITTING SHOP DRAWINGS. NO EQUIPMENT SHALL BE BID ON (WHETHER
OR NOT RECEIVING PRIOR APPROVAL) IF IT DOES NOT FIT IN SPACE PROVIDED.

HVAC CONTRACTOR SHALL PROCURE THE SERVICES OF AN INDEPENDENT AABC, TABB OR NEBB
CERTIFIED TEST AND BALANCE AGENCY. A FINAL BALANCE REPORT OF ALL HVAC SYSTEMS SHALL
BE PROVIDED TO ARCHITECT/ENGINEER UPON COMPLETION OF PROJECT. ALL REPORTS SHALL
MEET AABC/NEBB STANDARDS. REFER TO SPECIFICATIONS FOR COMPLETE TEST AND BALANCE
REQUIREMENTS.

WHERE DUCTS ARE CROSSING EACH OTHER, CONTRACTOR SHALL ASSUME AN UPWARD AND
DOWNWARD TRANSITION AS REQUIRED BETWEEN STRUCTURAL MEMBERS AS REQUIRED FOR
AVAILABLE CEILING SPACE. NO EXTRA WILL BE GIVEN FOR THESE TRANSITIONS.

CONTRACTOR SHALL COORDINATE THE LOCATION OF ALL DEVICES (THERMOSTATS, SENSORS, ETC.)
WITH THE ARCHITECT AND OWNER PRIOR TO INSTALLATION. MOUNT EACH THERMOSTAT AT A
HEIGHT OF 48" AFF TO CENTER LINE OF CONTROLLER. CONTROLS CONTRACTOR SHALL BE
RESPONSIBLE FOR ALL 24V AND 120V CONTROL POWER INCLUDING CONTROL PANELS.
COORDINATE WITH ELECTRICAL CONTRACTOR FOR LOCATION OF NEAREST AVAILABLE CIRCUIT FROM
WHICH TO TAP CONTROL POWER.

ALL EQUIPMENT, DAMPERS, ETC, LOCATED ABOVE CEILING SHALL BE INSTALLED AT A HEIGHT
ACCESSIBLE FOR BALANCING AND/OR SERVICE.

COORDINATE THE EXACT PLACEMENT OF ALL CEILING MOUNTED DIFFUSERS AND GRILLES WITH THE
CEILING, LIGHTS, AND ANY OTHER CEILING MOUNTED EQUIPMENT.

COORDINATE FRESH AIR INLETS WITH EXHAUST OUTLETS AND PLUMBING VENTS TO MAINTAIN A
10’—0" MINIMUM SEPARATION.

FURNISH AND INSTALL ACCESS PANELS WHERE VALVES, DAMPERS, EQUIPMENT, ETC ARE
CONCEALED OR INACCESSIBLE.

PROVIDE ONE SET OF CLEAN FILTERS AT COMPLETION OF PROJECT PRIOR TO TURNING OVER TO
OWNER. CONSTRUCTION FILTERS SHALL BE USED DURING DURATION OF PROJECT TO PROTECT
DUCTWORK AND EQUIPMENT. DO NOT OPERATE EQUIPMENT UNLESS BUILDING HAS BEEN
THOROUGHLY CLEANED. APPLIES TO ALL EXISTING AND NEW INDOOR UNITS.

ALL DUCTWORK DIMENSIONS ARE METAL TO METAL, UNLESS OTHERWISE NOTED.

ALL PENETRATIONS THROUGH RATED ASSEMBLIES SHALL BE FIRE CAULKED TO MAINTAIN UL
LISTING. DUCTS PENETRATING RATED ASSEMBLIES SHALL BE FURNISHED WITH FIRE DAMPERS.

ALL AREAS WHERE EXISTING DIFFUSERS ARE RELOCATED FROM THEIR ORIGINAL POSITION,
CONTRACTOR SHALL REPLACE FLEX DUCT RUNOUTS WHERE REQUIRED TO ACCOMMODATE
ADDITIONAL DUCT LENGTH.

HVAC KEY NOTES:
THE FOLLOWING IS A BRIEF DESCRIPTION OF WORK SPECIFIC TO CERTAIN ASPECTS OF THIS PROJECT.

PROSPECTIVE

THIS WORK IS STRICTLY THE RESPONSIBILITY OF THE GENERAL CONTRACTOR AND HIS
SUB—CONTRACTORS.

@ EXISTING CEILING DIFFUSER/GRILLE TO BE REUSED, THOROUGHLY CLEAN.

@ EXISTING CEILING DIFFUSER/GRILLE TO BE REPLACED WITH NEW, RECONNECT TO EXISTING DUCT DROP,
SAME LOCATION.

@ EXISTING CEILING DIFFUSER TO BE REPLACED WITH NEW AND EXISTING DUCT TAP TO BE EXTENDED
TO NEW LOCATION TO ACCOMMODATE NEW PARTITIONS/CEILING REQUIREMENTS. REPLACE IF EXISTING
TAP CANNOT ACCOMMODATE EXTENDED LENGTH.

ADDED CEILING DIFFUSER LOCATION. CONTRACTOR TO PROVIDE NEW DIFFUSER AND NEW DUCT TAP
FROM TRUNK LINE TO THIS LOCATION. PROVIDE BALANCING TAP AT CONNECTION TO TRUNK LINE.

@ NEW CEILING RETURN TRANSFER GRILLES AND DUCTWORK.

SUITE #1 |
1.
o 2.
WORK AREA
110 | 3.
4.
@ @ PROVIDE ALDES CAR3 AUTOMATIC
BALANCING DAMPER AND MOTORIZED
' DAMPER IN THE FRESH AIR TAP TO
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SHALL BE SET TO 200 CFM,
MOTORIZED DAMPER SHALL BE
L ‘ A INTERLOCKED WITH EACH SYSTEM
RESTROOM \/ ) HEAT PUMP COMPRESSOR
20] | OPERATION (CLOSED IF
i ® ° ® g COMPRESSOR IS NOT OPERATIONAL). 6.
@] O] I
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4 fad— =} & 8.
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SERVICE. SECURE TO NEW
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HARD ELBOW AT

TURNﬁ

MIN. 4”
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—_—

LAY—IN DIFFUSER/

CONNECTION FROM FLEXIBLE

STEEL BANDED SCREW
/DUCT TO HARD ELBOW.

<—SUPPLY DUCT

PER SPECIFICATIONS

%Lme AND T—BAR

SYSTEM BY OTHERS

/ 2\ CEILING DIFFUSER DETAIL

M3.00,/ SCALE: NONE

"‘\INSULATED FLEXIBLE DUCT
— VOLUME DAMPER
| —FIBERGLASS DUCT WRAP INSULATION

FASTEN RIGID DUCT TO
HIGH EFFICIENCY FITTING
W/ SHEET METAL SCREWS

HANGER
STRlAPS

WRAP RECTANGULAR DUCT WITH
FIBERGLASS DUCT INSULATION PER

SPECIFICATIONS

NOTE:

HANGER SHALL NOT COMPROMISE
DUCT INSULATION THICKNESS. WHERE
INSULATION IS COMPROMISED,
CONTRACTOR SHALL INSULATE ON TOP
OF HANGERS WITH AN ADDITIONAL

LAYER OF DUCT WRAP.

BALANCE DAMPER
W/LOCKING QUADRANT

WRAP ALL BRANCH DUCTS AND
COVER CONNECTIONS WITH DUCT
WRAP. SEE SPECIFICATIONS.

WIRE HANGER TO STRUCTURE

LABELED INSULATED FLEX DUCT SEE

ADAPTOR.

2” X 4” GA \

STRAP CEILING
12” WIDE 24 GA

SHIELD DIFFUSER

ROUND RIGID DUCT

73\ DIFFUSER CONNECTION DETAIL

M3.00,/ SCALE: NONE

TURNS

STAINLESS STEEL SCREW DRIVER
OPERATED BAND (TYP.)
T UL 181
SPECS. NO SAGS OR SHARP 90°
ALLOWED EXCEPT AT DIFFUSER CONNECTION.
LIMIT RUN TO 3’-0" LONG
HARD ELBOW AT TURN
ROUND TO RECTANGULAR OR
SQUARE
PROVIDE 3/4” HAT CHANNELS BOTH
l; DIRECTIONS FOR DIFFUSER SUPPORTS

RETURN AIR
SYSTEM
DUCTWORK

LAY-IN GRILLE/

/ 4\ CEILING GRILLE DETAIL

xCEILING AND T-BAR

SYSTEM BY OTHERS

FIBERGLASS DUCT WRAP
INSULATION PER SPECIFICATIONS

01'2 # g 16’

GRAPHIC SCALE:1/8"=1'-0"

NOTE:

THE CONTRACTOR MAY SCALE THESE DRAWINGS.
HOWEVER, THE CONTRACTOR SHALL BE RESPONSIBLE FOR
VERIFICATION OF ALL DIMENSIONS, PLAN SCALE, AND SITE
CONDITIONS BEFORE BIDDING AND DURING CONSTRUCTION.

2014 W. PINHOOK RD SUITE 200
LAFAYETTE, LOUISIANA 70508
(337) 984-8498 FAX (337) 984-8576

CONSULTING ENGINEERS

ﬁanTER

RCE PROJECT NO. 260004
USE AND INTERPRETATION OF THIS DRAWING

1. GENERAL CONDITIONS OF THE CONTRACT FOR CONSTRUCTION, ARTICLE 1 AIA DOCUMENT A201, ARE PART
OF THE CONTRACT DOCUMENTS AND DESCRIBE USE AND INTENT OF THIS DRAWING. THE CONTRACT
DOCUMENTS INCLUDE NOT ONLY THE DRAWINGS, BUT ALSO THE OWNER-CONTRACTOR AGREEMENT,
CONDITIONS OF THE CONTRACT, THE SPECIFICATIONS, ADDENDA, AND MODIFICATIONS ISSUED AFTER
EXECUTION OF THE CONTRACT. THESE CONTRACT DOCUMENTS ARE COMPLEMENTARY, AND WHAT IS
REQUIRED BY ANYONE SHALL BE AS BINDING AS IF REQUIRED BY ALL. WORK NOT COMPLETELY DELINEATED
HEREON SHALL BE CONSTRUCTED OF THE SAME MATERIALS AND DETAILED SIMILARLY AS WORK SHOWN
MORE COMPLETELY ELSEWHERE IN THE CONTRACT DOCUMENTS.

2. BY USE OF THE DRAWINGS FOR CONSTRUCTION OF THE PROJECT, THE OWNER REPRESENTS THAT HE
HAS REVIEWED AND APPROVED THE DRAWINGS, AND THAT THE CONSTRUCTION DOCUMENT PHASE OF THE
PROJECT IS COMPLETE. THE CONTRACTOR REPRESENTS THAT HE HAS VISITED THE SITE, FAMILIARIZED
HIMSELF WITH THE LOCAL CONDITIONS, VERIFIED FIELD DIMENSIONS AND CORRELATED HIS OBSERVATIONS
WITH REQUIREMENTS OF THE CONTRACT DOCUMENTS.

3. THE CONTRACT SUM AND CONTRACT TIME MAY BE CHANGED ONLY BY CHANGE ORDER TO THE
CONTRACTOR SIGNED BY THE OWNER AND THE ARCHITECT. ANY WORK PERFORMED IN VARIANCE WITH THE
CONTRACT DOCUMENTS AND NOT COVERED BY THE ARCHITECT'S WRITTEN ORDER FOR A MINOR CHANGE IN
THE WORK OR A CHANGE ORDER, WILL NOT BE ACCEPTED.

4. AS INSTRUMENTS OF SERVICE, ALL DRAWINGS, SPECIFICATIONS AND COPIES THEREOF FURNISHED BY THE
ARCHITECT ARE HIS PROPERTY. THEY ARE TO BE USED ONLY FOR THIS PROJECT AND ARE NOT TO BE USED
ON ANY OTHER PROJECT. CHANGES TO THE DRAWINGS MAY ONLY BE MADE BY THE ARCHITECT. ANY
SUBMISSION OR DISTRIBUTION WITHOUT THE EXPRESS WRITTEN CONSENT OF THE ARCHITECT MAY BE
CONSTRUED AS DEROGATION OF THE ARCHITECT'S COPYRIGHT OR OTHER RESERVED RIGHTS.

REUSE OF THIS DRAWING IN ANY MANNER IS STRICTLY

M3.00,/ SCALE: NONE

PROHIBITED WITHOUT THE WRITTEN APPROVAL OF
RITTER CONSULTING ENGINEERS LTD.

Copyright 2026

RCL ARCHITECTURE, pLLc.

900 W. Causeway Approach
Mandeville, LA 70471
985-727-4440

Fax: 985-727-4467

829 Baronne St.
New Orleans, LA 70113
504-837-7346
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HVAC GENERAL NOTES: THE FOLLOWING IS A BRIEF DESCRIPTION OF WORK SPECIFIC TO CERTAIN ASPECTS OF THIS PROJECT.  THIS IS NOT INTENDED TO BE A COMPREHENSIVE SUMMARY OF WORK.  PROSPECTIVE BIDDERS/CONTRACTORS SHALL REVIEW ALL CONSTRUCTION DRAWINGS, SPECIFICATIONS AND SITE CONDITIONS AND MAKE ALLOWANCES FOR ALL WORK INCLUDED HEREIN AND ANY ADDITIONAL WORK REQUIRED TO COMPLETE THIS PROJECT. MEANS AND METHODS FOR THE PROPER INSTALLATION OF MEANS AND METHODS FOR THE PROPER INSTALLATION OF THIS WORK IS STRICTLY THE RESPONSIBILITY OF THE GENERAL CONTRACTOR AND HIS SUB-CONTRACTORS. 1. HVAC CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING THE ROUTING OF ALL DUCTWORK HVAC CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING THE ROUTING OF ALL DUCTWORK WITH THE STRUCTURE AND OTHER TRADES AS CONDITIONS ALLOW.  RE-ROUTE DUCTWORK AS NECESSARY TO AVOID CONFLICT.  TRANSITION UP/DOWN TO AVOID OTHER TRADES AS NECESSARY. 2. INSTALL AT EACH DUCT TAKEOFF AN ADJUSTABLE VOLUME DAMPER IN AN ACCESSIBLE LOCATION. INSTALL AT EACH DUCT TAKEOFF AN ADJUSTABLE VOLUME DAMPER IN AN ACCESSIBLE LOCATION. 3. PROVIDE METAL STRAP HANGERS FOR ALL DUCTWORK AT MINIMUM 8 FT. INTERVALS. PROVIDE METAL STRAP HANGERS FOR ALL DUCTWORK AT MINIMUM 8 FT. INTERVALS. 4. CONTRACTOR SHALL COORDINATE SPACE REQUIREMENTS AND SERVICE CLEARANCES FOR ALL CONTRACTOR SHALL COORDINATE SPACE REQUIREMENTS AND SERVICE CLEARANCES FOR ALL EQUIPMENT PRIOR TO SUBMITTING SHOP DRAWINGS.  NO EQUIPMENT SHALL BE BID ON (WHETHER OR NOT RECEIVING PRIOR APPROVAL) IF IT DOES NOT FIT IN SPACE PROVIDED. 5. HVAC CONTRACTOR SHALL PROCURE THE SERVICES OF AN INDEPENDENT AABC, TABB OR NEBB HVAC CONTRACTOR SHALL PROCURE THE SERVICES OF AN INDEPENDENT AABC, TABB OR NEBB CERTIFIED TEST AND BALANCE AGENCY.  A FINAL BALANCE REPORT OF ALL HVAC SYSTEMS SHALL BE PROVIDED TO ARCHITECT/ENGINEER UPON COMPLETION OF PROJECT.  ALL REPORTS SHALL MEET AABC/NEBB STANDARDS.  REFER TO SPECIFICATIONS FOR COMPLETE TEST AND BALANCE REQUIREMENTS. 6. WHERE DUCTS ARE CROSSING EACH OTHER, CONTRACTOR SHALL ASSUME AN UPWARD AND WHERE DUCTS ARE CROSSING EACH OTHER, CONTRACTOR SHALL ASSUME AN UPWARD AND DOWNWARD TRANSITION AS REQUIRED BETWEEN STRUCTURAL MEMBERS AS REQUIRED FOR AVAILABLE CEILING SPACE.  NO EXTRA WILL BE GIVEN FOR THESE TRANSITIONS. 7. CONTRACTOR SHALL COORDINATE THE LOCATION OF ALL DEVICES (THERMOSTATS, SENSORS, ETC.) CONTRACTOR SHALL COORDINATE THE LOCATION OF ALL DEVICES (THERMOSTATS, SENSORS, ETC.) WITH THE ARCHITECT AND OWNER PRIOR TO INSTALLATION.  MOUNT EACH THERMOSTAT AT A HEIGHT OF 48" AFF TO CENTER LINE OF CONTROLLER. CONTROLS CONTRACTOR SHALL BE RESPONSIBLE FOR ALL 24V AND 120V CONTROL POWER INCLUDING CONTROL PANELS.  COORDINATE WITH ELECTRICAL CONTRACTOR FOR LOCATION OF NEAREST AVAILABLE CIRCUIT FROM WHICH TO TAP CONTROL POWER. 8. ALL EQUIPMENT, DAMPERS, ETC, LOCATED ABOVE CEILING SHALL BE INSTALLED AT A HEIGHT ALL EQUIPMENT, DAMPERS, ETC, LOCATED ABOVE CEILING SHALL BE INSTALLED AT A HEIGHT ACCESSIBLE FOR BALANCING AND/OR SERVICE. 9. COORDINATE THE EXACT PLACEMENT OF ALL CEILING MOUNTED DIFFUSERS AND GRILLES WITH THE COORDINATE THE EXACT PLACEMENT OF ALL CEILING MOUNTED DIFFUSERS AND GRILLES WITH THE CEILING, LIGHTS, AND ANY OTHER CEILING MOUNTED EQUIPMENT. 10. COORDINATE FRESH AIR INLETS WITH EXHAUST OUTLETS AND PLUMBING VENTS TO MAINTAIN A COORDINATE FRESH AIR INLETS WITH EXHAUST OUTLETS AND PLUMBING VENTS TO MAINTAIN A 10'-0" MINIMUM SEPARATION. 11. FURNISH AND INSTALL ACCESS PANELS WHERE VALVES, DAMPERS, EQUIPMENT, ETC ARE FURNISH AND INSTALL ACCESS PANELS WHERE VALVES, DAMPERS, EQUIPMENT, ETC ARE CONCEALED OR INACCESSIBLE.   12. PROVIDE ONE SET OF CLEAN FILTERS AT COMPLETION OF PROJECT PRIOR TO TURNING OVER TO PROVIDE ONE SET OF CLEAN FILTERS AT COMPLETION OF PROJECT PRIOR TO TURNING OVER TO OWNER.  CONSTRUCTION FILTERS SHALL BE USED DURING DURATION OF PROJECT TO PROTECT DUCTWORK AND EQUIPMENT.  DO NOT OPERATE EQUIPMENT UNLESS BUILDING HAS BEEN THOROUGHLY CLEANED. APPLIES TO ALL EXISTING AND NEW INDOOR UNITS. 13. ALL DUCTWORK DIMENSIONS ARE METAL TO METAL, UNLESS OTHERWISE NOTED. ALL DUCTWORK DIMENSIONS ARE METAL TO METAL, UNLESS OTHERWISE NOTED. 14. ALL PENETRATIONS THROUGH RATED ASSEMBLIES SHALL BE FIRE CAULKED TO MAINTAIN UL ALL PENETRATIONS THROUGH RATED ASSEMBLIES SHALL BE FIRE CAULKED TO MAINTAIN UL LISTING. DUCTS PENETRATING RATED ASSEMBLIES SHALL BE FURNISHED WITH FIRE DAMPERS. 15. ALL AREAS WHERE EXISTING DIFFUSERS ARE RELOCATED FROM THEIR ORIGINAL POSITION, ALL AREAS WHERE EXISTING DIFFUSERS ARE RELOCATED FROM THEIR ORIGINAL POSITION, CONTRACTOR SHALL REPLACE FLEX DUCT RUNOUTS WHERE REQUIRED TO ACCOMMODATE ADDITIONAL DUCT LENGTH.
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HVAC KEY NOTES: THE FOLLOWING IS A BRIEF DESCRIPTION OF WORK SPECIFIC TO CERTAIN ASPECTS OF THIS PROJECT.  THIS IS NOT INTENDED TO BE A COMPREHENSIVE SUMMARY OF WORK.  PROSPECTIVE BIDDERS/CONTRACTORS SHALL REVIEW ALL CONSTRUCTION DRAWINGS, SPECIFICATIONS AND SITE CONDITIONS AND MAKE ALLOWANCES FOR ALL WORK INCLUDED HEREIN AND ANY ADDITIONAL WORK REQUIRED TO COMPLETE THIS PROJECT. MEANS AND METHODS FOR THE PROPER INSTALLATION OF MEANS AND METHODS FOR THE PROPER INSTALLATION OF THIS WORK IS STRICTLY THE RESPONSIBILITY OF THE GENERAL CONTRACTOR AND HIS SUB-CONTRACTORS. EXISTING CEILING DIFFUSER/GRILLE TO BE REUSED, THOROUGHLY CLEAN. EXISTING CEILING DIFFUSER/GRILLE TO BE REPLACED WITH NEW, RECONNECT TO EXISTING DUCT DROP, SAME LOCATION. EXISTING CEILING DIFFUSER TO BE REPLACED WITH NEW AND EXISTING DUCT TAP TO BE EXTENDED TO NEW LOCATION TO ACCOMMODATE NEW PARTITIONS/CEILING REQUIREMENTS. REPLACE IF EXISTING TAP CANNOT ACCOMMODATE EXTENDED LENGTH. ADDED CEILING DIFFUSER LOCATION. CONTRACTOR TO PROVIDE NEW DIFFUSER AND NEW DUCT TAP FROM TRUNK LINE TO THIS LOCATION. PROVIDE BALANCING TAP AT CONNECTION TO TRUNK LINE. NEW CEILING RETURN TRANSFER GRILLES AND DUCTWORK.
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NOTE: HANGER SHALL NOT COMPROMISE DUCT INSULATION THICKNESS. WHERE INSULATION IS COMPROMISED, CONTRACTOR SHALL INSULATE ON TOP OF HANGERS WITH AN ADDITIONAL LAYER OF DUCT WRAP. 
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NOTE:  THE CONTRACTOR MAY SCALE THESE DRAWINGS. HOWEVER, THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFICATION OF ALL DIMENSIONS, PLAN SCALE, AND SITE CONDITIONS BEFORE BIDDING AND DURING CONSTRUCTION.
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ELECTRICAL SYMBOLS

NOT ALL SYMBOLS ARE USED

ELECTRICAL SYMBOLS

NOT ALL SYMBOLS ARE USED

SYMBOL

SYMBOL

GENERAL NOTES:

1. WHERE POSSIBLE, EXIT SIGNS AT DOORS SHALL BE WALL MOUNTED ABOVE THE
DOOR.

2. COORDINATE THE LOCATION OF ALL DEVICES AND LIGHT FIXTURES WITH THE
ARCHITECT, AND OTHER TRADES, PRIOR TO ROUGH-—IN. IN FINISHED SPACES
LIGHT FIXTURE LOCATIONS SHOWN ON THE DRAWINGS SHALL BE MAINTAINED.
WHERE A CONFLICT OCCURS NOTIFY THE ARCHITECT FOR RESOLUTION.

3. CONTRACTOR SHALL FIRE SEAL ALL CONDUIT PENETRATIONS AT FIRE RATED
WALLS AND FLOORS.

4. ALL OPEN CABLING FOR LOW VOLTAGE SYSTEMS SHALL BE PLENUM RATED.

5. ALL EXTERIOR 15 AND 20 AMP NON-LOCKING RECEPTACLES SHALL BE LISTED
WEATHER—RESISTANT TYPE.

6. THE CONTRACTOR SHALL PROVIDE A SEPARATE NEUTRAL CONDUCTOR, SIZED TO
MATCH THE PHASE CONDUCTOR, FOR EACH BRANCH CIRCUIT. DO NOT SHARE A
NEUTRAL BETWEEN TWO OR MORE BRANCH CIRCUITS.

7. ELECTRICAL BOXES IN FIRE RATED WALLS SHALL BE PERMITTED PROVIDED THE
BOXES DO NOT EXCEED 16 SQ. IN. IN AREA AND THE TOTAL AREA OF ALL
BOXES DOES NOT EXCEED 100 SQ. IN. FOR ANY 100 SQ. FT. OF WALL AREA.
BOXES SHALL ALSO BE SEPARATED BY A HORIZONTAL DISTANCE OF NOT LESS
THAN 24 INCHES. WHERE THIS REQUIREMENT CANNOT BE MET, THE
CONTRACTOR SHALL PROVIDE FIRESTOP PUTTY PADS ON THE SURFACES OF THE
BOXES.

8. MC CABLE SHALL BE PERMITTED FOR BRANCH CIRCUITS. CONDUIT HOMERUNS
SHALL BE USED. MC CABLE SHALL BE INSTALLED PER NEC ARTICLE 330.

9. PROVIDE PULL STRINGS IN ALL EMPTY CONDUITS.

10. NOT ALL BRANCH CIRCUITING IS SHOWN ON THE DRAWINGS. CONTRACTOR SHALL
PROVIDE ALL PHASE CONDUCTORS, NEUTRALS, GROUND, SWITCHES, TRAVELERS,
ETC. TO EACH DEVICE, EQUIPMENT, FIXTURE, ETC. FOR A COMPLETE SYSTEM.

11. DATA WORKSTATION OUTLETS SHALL CONSIST OF AN EMPTY TWO GANG
RECESSED DEVICE BOX WITH A SINGLE GANG TRIM RING AND BLANK FACE
PLATE. PROVIDE AN EMPTY 3/4" CONDUIT STUBBED INTO ACCESSIBLE CEILING
SPACE.

12. THIS PROJECT WILL DIVIDE A SINGLE OFFICE SUITE INTO TWO SEPARATE OFFICE
SUITES WITH THE INTENT OF EACH SUITE BEING SEPARATELY METERED.
CURRENTLY THE SINGLE OFFICE SUITE IS POWERED FROM TWO METERS VIA
PANELS DA/LA AND A1/A2. THESE DRAWINGS REFLECT CIRCUIT CHANGES BASED
ON EXISTING DOCUMENTS NECESSARY TO CREATE ELECTRICAL SEPARATION WITH
PANELS A1/A2 SERVING SUITE #1 AND PANELS DA/LA SERVING SUITE #2 THE
CONTRACTOR SHALL TRACE ALL CIRCUITS IN EACH SUITE TO ENSURE COMPLETE
SEPARATION OF THE SUITES. NOTIFY THE ARCHITECT IF ADDITIONAL CIRCUIT
CHANGES ARE DISCOVERED.

13. ALL WIRING DEVICE AND BLANK COVER PLATES IN THE AREA OF WORK SHALL
MATCH IN COLOR. ARCHITECT TO SELECT COLOR. REPLACE ALL COVER PLATES
THAT DO NOT MATCH.

LIGHTING FIXTURE SCHEDULE

TYPE REMARKS CATALOG NO. MOUNTING | voLT TYPE s | e
F1A 2X4 LED FLAT PANEL, 5200 LUMENS ORACLE #24—FPL1—LED—5000L—DIM10—MVOLT—40K—85 RECESSED | 120 LED 52 | 4000K
Fiag | 2X4 LED EMERGENGY FLAT PANEL, 5200 ORACLE #24—FPL1—LED—5000L—DIM10—MVOLT—40K—85—0—EMG—LED—10W | RECESSED | 120 LED 52 | 4000K
F1B 2X4 LED FLAT PANEL, 3800 LUMENS ORACLE #24—FPL1—LED—4000L—DIM10—MVOLT—40K—85 RECESSED | 120 LED 36 | 4000K
Fipe | 2X4 LED EMERGENCH FLAT PANEL, 3800 ORACLE #24—FPL1—LED—4000L—DIM10—MVOLT—40K—85—0—EMG—LED—10W | RECESSED | 120 LED 36 | 4000K
F2 2X2 LED FLAT PANEL, 3300 LUMENS ORACLE #22—FPL1—LED—3000L—DIM10—MVOLT—40K—85 RECESSED | 120 LED 30 | 4000K
FOE 2X2 LED EMERGENGY FLAT PANEL, 3300 ORACLE #22—FPL1—LED—3000L—DIM10—MVOLT—40K—85—0—EMG—LED—10W | RECESSED | 120 LED 30 | 4000K
F3 LED EXIT SIGN MAXILUME #ELX—B03—R—W Ck/IGO/L\JAl/\IAFLL 120 LED - -

F4A AFT LED VANITY LIGHT, 4000 LUMENS ORACLE #4—0VL—LED—4000L—DIM10—MVOLT—35K /40K /50K—90 e 120 LED 52 4000K
F48 2FT LED VANITY LIGHT, 2000 LUMENS ORACLE #2—0VL—LED—2000L—DIM10—~MVOLT—35K /40K /50K—90 Pt 120 LED 26 | 4000K

DESCRIPTION DESCRIPTION
CEILING | WALL FLUSH | SURFACE
— 0 | = Q| LIGHT FIXTURE - — — | — — - | CONDUIT EXPOSED
W, V277 | EMERGENCY LIGHT FIXTURE EX EXISTING CONDUIT TO REMAIN
® ® EXIT LIGHT. SHADING DENOTES SIDE WITH FACE -— mm | PANELBOARD
o] LIGHT FIXTURE — POLE MOUNTED = = | EQUIPMENT CABINET AS NOTED
® LIGHT FIXTURE — WALL WASHER CEILING | WALL TELECOMMUNICATIONS
—o0— LIGHT FIXTURE STRIP s | TELEPHONE BACKBOARD
= LIGHT FIXTURE — BATTERY UNIT
< TELE /DATA COMMINICATION OUTLET
S LOW VOLTAGE MOMENTARY CONTACT SWITCH
4WAP WIRELESS ACCESS POINT. ONE DATA DROP IN BOX
D LOW VOLTAGE MOMENTARY CONTACT SWITCH WITH DIMMER
® FLOOR BOX WITH DATA/PHONE OUTLET
St WALL ASTRONOMICAL TIMER SWITCH < TV. OUTLET. SINGLE GANG BOX WITH F CONNECTOR AND
Sex DIGITAL SCENE CONTROL DIMMING SWITCH. "x” DENOTES NUMBER FACEPLATE
OF SCENES
Sox DIGITAL ZONE CONTROL STATION WITH MANUAL DIMMING. "X <| INTERCOM PAGING HORN
DENOTES NUMBER OF ZONES
Sx DIGITAL ZONE CONTROL WITHOUT DIMMING. “x” DENOTES NUMBER < INTERCOM ADMIN TELEPHONE
OF ZONES [ INTERCOM CALL SWITCH. PROVIDE VOLUME CONTROL STATION ADJACENT
$ LINE VOLTAGE SWITCH TO CALL SWITCH
; TREE—WAY LINE VOLTAGE SWITCH HO1,2 CLOCK "1" DENOTES SINGLE FACE, "2" DENOTES DOUBLE FACE
3a (SUBSCRIPT DENOTES FIXTURE CONTROLLED)
$ FOUR—WAY LINE VOLTAGE SWITCH ® H® INTERCOM SPEAKER
4a (SUBSCRIPT DENOTES FIXTURE CONTROLLED)
b LINE VOLTAGE DIMMER O, HM) | MICROPHONE OUTLET
a (SUBSCRIPT DENOTES FIXTURE CONTROLLED)
AREA OF RESCUE CALL STATION
$p LINE VOLTAGE TOGGLE SWITCH WITH PILOT LOT
FIRE_ALARM
$x LINE VOLTAGE SINGLE POLE SWITCH KEY OPERATED S
SPEAKER ONLY
Sm MANUAL STARTER WITH THERMAL OVERLOAD ELEMENT 5 -
S S STROBE ONLY (SUBSCRIPT DENOTES CANDELA OF STROBE
[6‘ TWO BUTTON WIRELESS DIMMER SWITCH Shs Shis ( )
a (SUBSCRIPT DENOTES FIXTURE CONTROLLED) FS)s bSl;s | HORN/STROBE (SUBSCRIPT DENOTES CANDELA OF STROBE)
g TWO BUTTON WIRELESS SWITCH
\/
a (SUBSCRIPT DENOTES FIXTURE CONTROLLED) 5315 555 | SPEAKER/STROBE (SUBSCRIPT DENOTES CANDELA OF STROBE)
[63 THREE BUTTON WIRELESS DIMMER SWITCH
a (SUBSCRIPT DENOTES FIXTURE CONTROLLED) @ <@ | SMOKE DETECTOR
ig THREE BUTTON WIRELESS SWITCH
a (SUBSCRIPT _DENOTES FIXTURE CONTROLLED) S) S | SMOKE DETECTOR WITH LOW FREQUENCY SOUNDER BASE
WALL SWITCH SENSOR (DUAL TECHNOLOGY) WITH 0—10V DIMMER - SEAM DETECTOR
WALL SWITCH SENSOR (DUAL TECHNOLOGY
( ) MANUAL PULL STATION
osl, DUAL RELAY WALL SWITCH SENSOR (DUAL TECHNOLOGY) ® DUCT MOUNTED SMOKE DETECTOR.
"S” DENOTES SUPPLY DUCT, "R” RETURN DUCT
PIR OCCUPANCY SENSOR
© (€] @ THERMAL DETECTOR
U
© ULTRASONIC OCCUPANCY SENSOR v COMBINATION SMOKE/CARBON MONOXIDE DETECTOR
DUAL TECHNOLOGY OCCUPANCY SENSOR ) COMBINATION SMOKE /CARBON MONOXIDE DETECTOR WITH LOW
co FREQUENCY SOUNDER BASE
© | suncrion Box MAGNETIC DOOR HOLDER
WIRELESS POWER PACK DIMMING MODULE (MOUNTED IN
o ACCESSIBLE CEILING SPACE, UNLESS NOTED OTHERWISE) FLOW SWITCH
WIRELESS POWER PACK RELAY MODULE (MOUNTED IN
W ACCESSIBLE CEILING SPACE, UNLESS NOTED OTHERWISE) TAMPER SWITCH
POWER PACK RELAY, DUAL VOLTAGE (MOUNTED IN
ACCESSIBLE CEILING SPACE, UNLESS NOTED OTHERWISE) M CONTROL MODULE
& LIGHTING CONTROL REMOTE RELAY (NON—DIM OR DIMMING PER PLANS)
(MOUNTED IN ACCESSIBLE CEILING SPACE, UNLESS NOTED OTHERWISE) M MONITOR MODULE
EMERGENCY LIGHTING CONTROL UNIT (MOUNTED IN ACCESSIBLE CEILING
SPACE, UNLESS NOTED OTHERWISE) SECURITY
ROOM LIGHTING CONTROLLER (MOUNTED IN ACCESSIBLE CEILING SPACE,
UNLESS NOTED OTHERWISE) CARD READER
LIGHTING CONTACTOR -] MOTION DETECTOR 180°
ASTRONOMICAL TIME CLOCK {hﬂ MOTION DETECTOR 360°
PHOTOCELL SECURITY KEYPAD
WIRELESS AREA CONTROLLER [ck SECURITY CAMERA
DUPLEX RECEPTACLE 20 AMP, 2 POLE, 3W, 120V, GROUNDING
S2 PE ® HA) | INTRUSION AUDIO DEVICE
@ SAME AS ABOVE, MOUNTED ABOVE COUNTER é] INTRUSION DETECTION SIREN
DUPLEX RECEPTACLE, 20 AMP, 2 POLE, 3W GFl TYPE
GFIS= (GROUND FAULT INTERRUPTER) ELECTRIC DOOR STRIKE
cer DUPLEX RECEPTACLE, 20 AMP, 2 POLE, 3W ISOLATED GROUND ABBREVIATIONS
TYPE ——
=~ SINGLE RECEPTACLE 20 AMP, 2 POLE, 3W, 120V GROUNDING A AMPS
TYPE AFF ABOVE FINISHED FLOOR
= QUADRAPLEX RECEPTACLE AFG ABOVE FINISHED GRADE
$m QUADRAPLEX RECEPTACLE MOUNTED ABOVE COUNTER AL, ALUM | ALUMINUM
@ SINGLE RECEPTACLE, 20AMP, 250V, OR 120/250vV GROUNDING ATS AUTOMATIC TRANSFER SWITCH
TYPE (20AMP UNLESS NOTED OTHERWISE
( ) AWG AMERICAN WIRE GUAGE
= SPECIAL RECEPTACLE AS NOTED
c CONDUIT
TRANSFORMER C.0. CONDUIT ONLY
® FLOOR BOX WITH 20A DUPLEX RECEPTACLE o COPPER
MULTI-SERVICE FLOOR BOX cT CURRENT TRANSFORMER
EWC ELECTRIC WATER COOLER
@ MOTOR (NUMERAL INDICATES H.P.)
EX EXISTING TO REMAIN
X F COMBINATION MAGNETIC STARTER & DISCONNECT SWITCH - UL LOAD ANPS
MAGNETIC STARTER
X (FURNISHED BY MECHANICAL, INSTALLED BY ELECTIRCAL) GF1 GROUND FAULT INTERRUPTER
VARIABLE FREQUENCY DRIVE GND GROUND
(FURNISHED BY MECHANICAL, INSTALLED BY ELECTRICAL) . -
| ISOLATED GROUND
ENCLOSED CIRCUIT BREAKER
KVA KILO VOLT AMPS
P DISCONNECT SWITCH — SIZE/POLES/FUSE/NEMA TYPE
KW KILOWATTS
(] PUSH BUTTON STATION MTS MANUAL TRANSFER SWITCH
[P] PULL BOX P POLE
o METER PH.2 PHASE
TYP TYPICAL
DOORBELL CHIME
TR TAMPER RESISTANT
MULTI—OUTLET ASSEMBLY
(PLUG STRIP OR SURFACE METAL RACEWAY AS NOTED) wP WEATHERPROOF
NN CROSSHATCHING INDICATES EQUIP. DISCONNECTION AND REMOVAL WR WEATHER RESISTANT
CIRCUIT WIRING IN CONDUIT (CONCEALED). TICK MARKS DENOTE v VOLTS
QUANTITY OF PHASE AND NEUTRAL CONDUCTORS. CONDUIT IS TO
INCLUDE AN EQUIPMENT GROUND WIRE SIZED PER NEC (NOT XFMR TRANSFORMER

SHOWN). UNLESS NOTED OTHERWISE, NO MARKS INDICATE 2#12,
1#12 GROUND IN CONDUIT

CONDUIT IN OR UNDER FLOOR SLAB, OR UNDERGROUND

0.

———UNSWITCHED PHASE CONDUCTOR
WHERE REQUIRED FOR EMERGENCY
FIXTURES AND EXIT SIGNS

LINE e
NEUTRAL ~——DUAL TECHNOLOGY
g OCCUPANCY SENSOR
LEVITON #ODSMT—MDW OS]

——GROUND Yr——=—
- | o I

(WALL MOUNT)

/1 LIGHTING CONTROL WIRING DIAGRAM - MANUAL ON/AUTO OFF

w N.T.S.
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GENERAL NOTES:

1.ALL EXISTING WIRING DEVICES, PANELS AND EQUIPMENT

REFERENCE NOTES:

ARCHITECTURE, LLC

Planning
°

Architecture
°

Interiors
°

Construction
Management |

@ EXISTING LIGHT FIXTURE TO BE REMOVED AND i

CONNECTIONS ARE TO REMAIN UNLESS NOTED OR INDICATED REPLACED WITH NEW LED LIGHT FIXTURE IN SAME
OTHERWISE. LOCATION. MAINTAIN EXISTING CIRCUITRY FOR REUSE.

2.ALL EXISTING LIGHT FIXTURES AND LIGHTING CONTROLS
EQUIPMENT SHALL REMAIN UNLESS NOTED OR INDICATED
OTHERWISE.

3.ALL ELECTRICAL AND LOW VOLTAGE ITEMS SHOWN ON THIS
DRAWING ARE BASED ON CASUAL FIELD OBSERVATION AND
EXISTING DRAWINGS. ACTUAL LOCATIONS MAY VARY AND SHALL
BE VERIFIED BY THE CONTRACTOR IN THE FIELD. THE
CONTRACTOR IS RESPONSIBLE FOR REMOVING ALL ELECTRICAL
AND LOW VOLTAGE ITEMS AS REQUIRED TO PREP THE SPACES
FOR THE NEW WORK, WHETHER THESE ITEMS ARE SPECIFICALLY
SHOWN OR NOT. THE CONTRACTOR SHALL VISIT THE SITE TO
SEE AND JUDGE THE SCOPE OF DEMOLITION WORK PRIOR TO BID.

4 WHERE ITEMS ARE NOTED TO BE RELOCATED, THE CONTRACTOR
SHALL REMOVE THESE ITEMS, STORE ON SITE IN A LOCATION
AGREED TO WITH THE OWNER, AND RE-INSTALL THE ITEMS PER
THE NEW PLANS.

SEE NEW LIGHTING PLAN.

(2) EXISTING EXIT SIGN TO BE RELOCATED. SEE NEW PLAN.

@ REMOVE CIRCUITS LA—5 AND LA—-6 (CONTACTOR

CONTROLLED).

@ REMOVE CIRCUIT A1—13 (CONTACTOR CONTROLLED).
THIS HOMERUN CIRCUIT SHALL BE RELOCATED.

SEE NEW PLAN.

RCL ARCHITECTURE, pLLc.
900 W. Causeway Approach

Mandeville, LA 70471

985-727-4440

Fax: 985-727-4467

829 Baronne St.
New Orleans, LA 70113
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PROJECT NO: RL1916-26
S.ALL ELECTRICAL AND LOW VOLTAGE ITEMS REMOVED, AND NOT

\ J‘ ‘ ! i ! T—T ! i ! : SCHEDULED FOR RE—INSTALLATION, SHALL BE STORED ON SITE IN

ONE LOCATION FOR THE OWNER'S REVIEW. THE OWNER WILL . _
SELECT WHICH ITEMS TO RETAIN. ANY ITEMS WHICH THE OWNER Eg;ﬁgrgjeq “t‘il _ /fsgggs
DOES NOT WISH TO RETAIN SHALL BE REMOVED FROM THE SITE roject No..

(1) BY THE CONTRACTOR. Date Issued:  4/17/2026

[——F—I

| 6.REMOVE ALL DEVICES AND CIRCUITRY WHICH BECOME ABANDONED, 2;1“5;?}; . e
2 : - - : | WHETHER SPECIFICALLY SHOWN OR NOT. e

7.WHERE DEVICES ARE REMOVED FROM EXISTING WALLS TO REMAIN,
THE CONTRACTOR SHALL REMOVE THE DEVICE AND PROVIDE A
BLANK COVER PLATE ON THE BOX. REMOVE WIRING AND

I ACCESSIBLE CONDUIT. CONDUIT CONCEALED WITHIN WALLS MAY

REMAIN ABANDONED IN PLACE.

8.WHERE WIRING DEVICES OR LIGHT FIXTURES ARE REMOVED, THE
CONTRACTOR SHALL PROVIDE NEW CONDUIT, CONDUCTORS AND
BOXES AS NECESSARY TO MAINTAIN CIRCUIT CONTINUITY TO ALL
REMAINING DEVICES OR FIXTURES ON THE AFFECTED BRANCH
CIRCUIT(S). IT IS THE CONTRACTOR'S RESPONSIBILITY TO TRACE
EXISTING BRANCH CIRCUITS IN THE AREAS OF RENOVATION AND
DETERMINE WHICH DEVICES AND CIRCUITS WILL BE AFFECTED
PRIOR TO DEMOLITION.

9.WHERE LOW VOLTAGE SYSTEMS DEVICES ARE REMOVED AND OR

! RELOCATED, THE CONTRACTOR SHALL PROVIDE NEW CABLING,
CONDUIT AND BOXES AS NECESSARY TO MAINTAIN CIRCUIT
CONTINUITY TO ALL REMAINING DEVICES AFFECTED BY THE WORK.
IT IS THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE EXTENT
OF WORK PRIOR TO DEMOLITION.
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REFERENCE NOTES: GENERAL NOTES: Interiors

Construction

1.ALL EXISTING WIRING DEVICES, PANELS AND EQUIPMENT Management
@ s,i“ffvgof,g}*g{?c'},g@ CABLE TRAY TO ALLOW FOR NEW CONNECTIONS ARE TO REMAIN UNLESS NOTED OR INDICATED i
OTHERWISE.
(2) REMOVE ALL TELE/DATA WORKSTATION JACKS AND 2.ALL EXISTING LIGHT FIXTURES AND LIGHTING CONTROLS
TELE/DATA CABLING BACK TO SOURCE. PROVIDE NEW EQUIPMENT SHALL REMAIN UNLESS NOTED OR INDICATED RCL ARCHITECTURE. piLc
BLANK COVER PLATE. MAINTAIN BOX AND CONDUIT OTHERWISE. O andovil Lk TofT
STUB=UP FOR RE—USE FOR FUTURE TENANT. 3.ALL ELECTRICAL AND LOW VOLTAGE ITEMS SHOWN ON THIS Fax: 885274467
@ REMOVE HOMERUN CIRCUITS LA—-24 & 26. RECEPTACLES DRAWING ARE BASED ON CASUAL FIELD OBSERVATION AND \ 0:32983[;)\”7”081?;
ON THESE CIRCUITS TO BE REFED FROM PANEL A1. SEE EXISTING DRAWINGS. ACTUAL LOCATIONS MAY VARY AND SHALL T 377346
NEW PLAN. BE VERIFIED BY THE CONTRACTOR IN THE FIELD. THE This crawing and design s the excushe
CONTRACTOR IS RESPONSIBLE FOR REMOVING ALL ELECTRICAL D ot b6 soroduoed or ssed o
AND LOW VOLTAGE ITEMS AS REQUIRED TO PREP THE SPACES authorzaton and witen permission. ©2026

FOR THE NEW WORK, WHETHER THESE ITEMS ARE SPECIFICALLY
SHOWN OR NOT. THE CONTRACTOR SHALL VISIT THE SITE TO

SEE AND JUDGE THE SCOPE OF DEMOLITION WORK PRIOR TO BID. EO—E
4.WHERE ITEMS ARE NOTED TO BE RELOCATED, THE CONTRACTOR [ —
SHALL REMOVE THESE ITEMS, STORE ON SITE IN A LOCATION CREATIVE ENGINEERING GROUP
AGREED TO WITH THE OWNER, AND RE—INSTALL THE ITEMS PER
THE NEW PLANS. A OVINGTON, LA 10855
5.ALL ELECTRICAL AND LOW VOLTAGE ITEMS REMOVED, AND NOT O RIECT O, RLTo1028
SCHEDULED FOR RE—INSTALLATION, SHALL BE STORED ON SITE IN
AQ ’ = - aA® ”:@ ONE LOCATION FOR THE OWNER'S REVIEW. THE OWNER WILL
t F S SELECT WHICH ITEMS TO RETAIN. ANY ITEMS WHICH THE OWNER ROLA Project No.: 226358
i ) ] DOES NOT WISH TO RETAIN SHALL BE REMOVED FROM THE SITE .
HCPHC P t No.: AP2602
[ I_@(Typ) ] BY THE CONTRACTOR. A reject o
ate Issued: 4/17/2026
6.REMOVE ALL DEVICES AND CIRCUITRY WHICH BECOME ABANDONED, Drawn By: BFL
[ ] WHETHER SPECIFICALLY SHOWN OR NOT. Checked By: RN
1 L 7.WHERE DEVICES ARE REMOVED FROM EXISTING WALLS TO REMAIN, Revisions:
® Q@ THE CONTRACTOR SHALL REMOVE THE DEVICE AND PROVIDE A
< > BLANK COVER PLATE ON THE BOX. REMOVE WIRING AND
& ACCESSIBLE CONDUIT. CONDUIT CONCEALED WITHIN WALLS MAY

REMAIN ABANDONED IN PLACE.

8.WHERE WIRING DEVICES OR LIGHT FIXTURES ARE REMOVED, THE
CONTRACTOR SHALL PROVIDE NEW CONDUIT, CONDUCTORS AND
BOXES AS NECESSARY TO MAINTAIN CIRCUIT CONTINUITY TO ALL
REMAINING DEVICES OR FIXTURES ON THE AFFECTED BRANCH
CIRCUIT(S). IT IS THE CONTRACTOR'S RESPONSIBILITY TO TRACE
> | EXISTING BRANCH CIRCUITS IN THE AREAS OF RENOVATION AND
DETERMINE WHICH DEVICES AND CIRCUITS WILL BE AFFECTED
PRIOR TO DEMOLITION.

:5 9.REMOVE ALL TELE/DATA JACKS AND CABLING BACK TO SOURCE
WITHIN AREA OF WORK. MAINTAIN EXISTING TELE/DATA OUTLET
‘ ¢P A \/t BOXES AND CONDUITS. INTENT IS FOR NEW TENANTS TO PROVIDE
THEIR OWN TELE/DATA CABLING AS NEEDED.
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9 EXISTING TELECOM BACKBOARD TO REMAIN.
‘@’ 4%9&;&2\] C?_%ZII?:'LI'J.IT PATHWAY TO TELECOM — EXISTING TELECOM BACKBOARD TO REMAIN.
| EXISTING DATA MAINTAIN CONDUIT PATHWAY TO TELECOM
DEMARK CLOSET.
o il RACK TO REMAIN — — EXISTING PANEL LA TO REMAIN
© -2 | N | |
< ’ — CROSSHATCH INDICATES | EXISTING PANEL DA
d) (ﬂ) d) & d) D DEVICE TO BE REMOVED (TYP) / TO REMAIN
I 1 I 1 I 1 12 I T T R L I/t Tl I
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Management
GENERAL NOTES: _
|
1.ALL EMERGENCY DRIVERS AND EXIT SIGNS SHALL BE
CONNECTED TO AN UNSWITCHED PHASE CONDUCTOR. FOL ARGHITEGTURE o1.c
e, A TOAT
Fax: ggg;gj:gg
Now Oeans, LATO1
REFERENCE NOTES: L s
property of ;icha;rd g.aLamt?esrtho;sui:ntcsl,u ELS
(1) RELOCATED EXIT SIGN. RE—CIRCUIT TO UNSWITCHED LIGHTING aulhotzaion and wilten ermision. © 2026
CIRCUIT AS INDICATED.
(2) REPLACE EXISTING LIGHT FIXTURES IN ROOM WITH NEW UNLESS —
NOTED OR INDICATED OTHERWISE. RE—-CONNECT TO EXISTING l —E
CIRCUITRY OR PROVIDE NEW CIRCUITRY WHERE INDICATED. [ —
CREATIVE ENGINEERING GROUP
(3) CONNECT TO UNSWITCHED LIGHTING CIRCUIT IN ROOM. —
(%) CONNECT TO EXISTING CONTACTOR CONTROLLED CIRCUIT AS 085.240.5706 WWW.CEGATL.COM
INDICATED. EXTEND UNSWITCHED PHASE CONDUCTOR FOR PROJECTNO: RL1916-26
— ‘ - EMERGENCY DRIVER AND EXIT SIGNS.
\ (5) ?gcl)\l'\z\lTi%rLLlégHEYFIé;I')LI\JFEC_'II_'gR;EXISTING WORK AREA CIRCUIT LA—4 RCLA Project No.. 225358
Ml F1A ‘ ‘ é ‘ ‘ F1AE F1A F1A ] ) HCPHC Project No.: AP2602
" F1A N CONNECT TO EXISTING SPARE CIRCUIT BREAKER (ALTERNATE Date Issued: 4/17/2026
ONLY). THIS CIRCUIT SHALL NOT BE CONTACTOR CONTROLLED. Drawn By: BFL
I . . [\ . . Checked By: RHN
N I (7) RELOCATED LIGHTING CIRCUIT HOMERUN. MAINTAIN CONTACTOR LC1 Revisions:
F1A F1AE F1A F1AE F1A ' CONTROL-
N N NEW MOMENTARY SPDT SWITCH. CONNECT TO EXISTING CONTROL
T N i CIRCUIT A1—1 AND WIRE 1/2”C—2#12, #12 GND TO EXISTING
I . N . N . ] CONTACTOR LC1 (IN PARALLEL WITH OTHER REMAINING CONTROL
T = SUITE #1 ] SWITCHES).
I F1AE F1A F1A F1A F1A il (9) CONNECT TO EXISTING UNSWITCHED LIGHTING CIRCUIT A1-3.
\ |
N FORE ARFA PARTITION WALLS TO CREATE OFFICES 207 THROUGH 212 ARE TO N
N . . e . ) BE BID AS AN ALTERNATE. ALL LIGHT FIXTURES AS SHOWN SHALL
i (2 BE PROVIDED UNDER BASE BID. UNDER BASE BID CONNECT THE —
I OFFICE LIGHT FIXTURES TO EXISTING CONTACTOR CONTROLLED \O
F1A F1A LIGHTING CIRCUITS IN WORK AREA 206. UNDER ALTERNATE, R
il PROVIDE LOCAL OFFICE LIGHTING CONTROL AND CIRCUIT TO LA-5 (1) Y
I I - AS SHOWN. A
i LJ\ L ‘ \ 1 of)
: : RESTROOM[120] O - CONNECT TO WORK AREA CONTACTOR CONTROLLED CIRCUIT —
N . EX - plBE F18 (BASE BID ONLY). 1) oW
F1A F1AE N W7, : } =9
| I EX —
] 2 N i N BREAK ROOM > N
! ) FBE O s I Z N
I'I"é L 3 O —
I - \I- \ FSTROOM EX %;/1 /-4.-\ & O m
e (2) O - H Qﬁ Y = %
L I 1B Q al: F18B } , n, O % S
F1IA  F1A C O N X } | 2 =
) F1BE | )
- | ¥ B I — == 4
| = : I EX || MECH. - < ||l . — — 2 —
[[CONFERENCE F1B PORIRREET ~F1A F1AE [ EXISTING @ =
Il 105] /a\ | 118 - XA T 77 PANEL A1 z 8 Q.\
|1 Z
— fosh : | F1AE MULTI-PURPOSE D O <
o o 116
FaoFa L 2 > - O & Qo
0 e 2) "EX” INDICATES LIGHT — v O x
OFFICE B 7 - : — _
oa /A I F1A F1A . FIA FIA | | . —SYMBOL DENOTES LIGHTING CONTROL FIXTURE TO REMAIN (TYP) - M
1A F1A A F1BE - - - - |/ WIRING DIAGRAM (TYP). SEE SHEET E4.00. ) O Y
7R e T 8] | S
= i . , ALTERNATE ®,
] \\ b a1-13(7) _0 ¢ :ALTERNATE (0) 8 8 ExisTNG | 4T = O é a9
° ° I T P = |
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T 9 oWl - n
F1A i FAa | Fae F1A F1AE \\ F1A fFO;f F1AE \\ F1A F1AE f2_J7 21582/ T 0
—| p4 v
I L =N ZZZ I A, - A, - A, - o N | Festhocu Q) N
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I LN I Il R [102] I o/ [206] \</ m
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| — |
- = Wil
n e\ SUITE #2 Y — ‘ RN Wy,
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| 77 ST 7,2
I Il ° ° I I ° ° ° ° ° ° ° /A ] 1BE \ . § ;\?\EQENGINEER%%¢ ‘é
LIGHTS IN THIS AREA ARE ||I F3@&— Fig 9 F1BE o oF] ‘ RESTROOM = 59 22 2
- Do § HALL | F2 217 {2 = 24 22 =
| CONTROLLED BY EXISTING ||| : - oy 27 - A @ | oix —— A 217 K2/ Z = = E
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REFERENCE NOTES:

@ EXISTING DEVICE BOX AND BLANK PLATE WITH
120V CIRCUIT CAPPED IN BOX. REMOVE BLANK
PLATE AND PROVIDE NEW DUPLEX RECEPTACLE.

@ CONNECT TO EXISTING RECEPTACLE CIRCUIT.
@ EXISTING CABLE TRAY ABOVE CEILING TO

@ RE—CIRCUIT EXISTING DEVICE AS INDICATED.

UNLES NOTED OTHERWISE, CONNECT TO
EXISTING CIRCUIT IN BOX.

REMAIN.

POWERED FROM NEW

OUTDOOR UNIT (TYP 4)

/2 "NEW FLOOR PLAN - POWER & SPECIAL SYSTEMS

E3.01 / SCALE: 1/8" = 1'-0"

A \ o EXA C = (5) NEW DATA OUTLET BOX AND CONDUIT.
EX
1 EX — EXP CONNECT TO NEW 20A, 1P CIRCUIT BREAKER(S)
INSTALLED IN EXISTING PANEL (SIEMENS P1
TYPE).
[ ] (7) CONNECT TO NEW OUTDOOR UNIT HP—5 FOR
! 1 & POWER SUPPLY.
1
< EXp CONNECT TO NEW 20A, 1P CIRCUIT BREAKER(S)
X INSTALLED IN EXISTING PANEL (GE A SERIES).
[ & ] (9) CONNECT TO NEW 80A, 2 POLE CIRCUIT
i BREAKER INSTALLED IN EXISTING PANEL.
[ o LrEX SUITE #1 "Ex } &
+ 1
i EXp
WORK AREA EXD>
EX
[ EXp
[ Eg Eg Eg EX-S
il | DA \//f
RESTROOM GFI EXEX ]
120 3
<X " FI ]
L [ il
2 = ()
| > 0 ex < |
[ 5 ¥ ‘@‘ 5F1 BREAK ROOM EX=S il
il Ex [ 115 } .
r2-33,35(6) |
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L EX H
[ j//&YN\\ &?" T &
CONFERENCE MECH P @ il
EX EX
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* A ccom o
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- |
A2-34{9)
MULTI-PURPOSE EX ya 100/2/80 NEMA 3R
- 116 V244, 8 OND — - ; EXISTING TELECOM
-1"C—2#4, . BACKBOARD TO REMAIN —
OFFICE r2-37,39¢6) (ENTIRE CIRCUIT) , y e \ ‘
Y <EX ) SR oR 0 EXISTING PANEL LA TO REMAIN %
H:E;(A b b boho D [ R —(ALTERNATE) / = e
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5 DO A D e Rl
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