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ADDENDUM # 1  
 
Date: June 11, 2026 
 
To Drawings and Specifications entitled: 
 
TECHNOLOGY BUIDLING SUITE 100 (B) INTERIOR OFFICE RENOVATIONS 
HANCOCK COUNTY PORT AND HARBOR COMMISSION  
STENNIS INTERNATIONAL AIRPORT  
7225 Stennis Airport Road 
Kiln, Mississippi 39556  
 
HCPHC Project No. AP2602 / RCLA Project No. 22535B 
 
RCL Architecture, P.L.L.C. 
900 W. Causeway Boulevard 
Mandeville, Louisiana  70471 
(985) 727-4440 
 
I. GENERAL REQUIREMENTS: 
 

The following addendum to plans and specifications shall be considered a part of the Contract 
Documents as if originally written and included in same.  Where changes in materials or 
workmanship are made, same shall take precedence over original specifications. General 
Contractors are cautioned to bring to the attention of all subcontractors any changes which may 
affect their work. 

 
II. PERTAINING TO THE CONTRACT DOCUMENTS 
 

Do not break these documents into parts or sub-parts.  Each contracting entity shall be responsible 
for all the work related to their trades wherever it may be shown within the contract documents 
package. The scope of the work for contractors, subcontractors, material suppliers, etc., cannot be 
determined by examining partial sets of documents.  The entire set of drawings and specifications 
must be reviewed to ascertain the scope of work for each project element. 
 

A. The following changes were made to the SPECIFICATIONS:   
 
Division 00 

1.   Section 087100 – Door Hardware:   
 a.    Replace original specification section with the attached revised version. 
 b.  This revision includes the addition of Hardware Set 4.0, on Door #121.  
 
2. Section 00410 – Bid Form:  

a.  Bid form Has been revised – The Notarized Standards of Responsibility form has been 
removed from the required attachments list. See attached revised form. 

 
3. Section 00880 – Contractor Certification Statement:  

a.  Form has been revised – Section detailing the Davis Bacon Act has been removed. See 
attached revised form. 
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B. ANSWERS TO CONTRACTOR PROVIDED QUESTIONS:  
 

1. Does the project currently have an estimated value, mobilization date, and completion date? Also, 
does there happen to be any union or labor requirements?   
 

 A. Current estimate is $320,000.00. The Notice to Proceed will be sent to the low bid contractor 
after the HCPHC approves the bid and contracts are executed, approx. August 1 2026. 
Mobilization can begin around August 1, 2026 as well. Substantial completion is expected around 
December 1, 2026. No union or labor requirements are on this job. 

 
2. Will you provide the Notarized Standards of Responsibility Form referred to in the specs? Are 

wage reports required for the Davis Bacon Act? And is Section 3 required on this project?   
 

 A. The Notarized Standards of Responsibility Form is not required for this project; please refer to 
the updated Bid Form attached to this Addendum. The Davis Bacon Act is not applicable for this 
project. While this final question is vague, the assumption is that it refers to section 00801 
Special Conditions where Section 3 - Project Plan, Business Concert certification, and Resident 
Certification are not applicable to this project. 

 
3. Please provide the owner’s current access control vendor.   

 
 A. All Safe Technologies – Andrew Telfard/228-219-1456 and Kim Culp/228-236-6379 
 
4. Recessed fixtures and exit signs are called out as existing to remain on the plans, however the 

ceiling tiles are all scheduled for replacement. Please confirm that all fixtures in the area where 
the new ceiling tiles are to be installed are to be removed to facilitate above ceiling work and 
ceiling tile installation?   
 

 A. Per sheet E2.00, most existing light fixtures are to be removed and replaced with new. See 
reference note 1, E2.00. See sheet E3.00 and lighting fixture schedule for new fixture types. The 
few existing fixtures and exit signs to remain are to be removed and re-installed in new ceiling 
provided the architectural plans indicate new ceiling in the space where existing fixtures and exit 
signs exist. 

 
5. Please confirm whether there will be an area provided within the building for storage of the 

fixtures, detectors, scheduled for reuse or if the contractor will be required to rent storage units?   
 

 A. During construction the building will be part of the contractor's job site and can be used for 
storage. But if you are working in these areas you might want to store materials on site in a 
connex box; this is a contractor preference. 

 
6. The contractor’s certification statement identifies the Davis Bacon Act, is the project subject to 

prevailing wages and certified payrolls?   
 

 A. No, this is not a Davis Bacon prevailing wage job. Nor will we have certified payrolls. You 
will however submit your pay apps notarized with clear lien affidavit. 
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7. Is the project subject to the Buy American Act?   
 

 A. Buy America Build Back America is not required on this project. 
 
8. Are the motion detectors shown on the floor plan demo drawing (E2.01) as existing to remain 

intended to show ceiling mounted units requiring removal and reinstallation when the ceiling tiles 
are replaced?   
 

 A. Existing ceiling mounted motion detectors are to be removed and re-installed on new ceilings 
in same locations. 

 
9. What is the intended work associated with the junction boxes next to the typical data jacks? (i.e., 

hex note 2 on sheet E2.01). the information regarding reconnection of existing circuits versus new 
circuits appears to conflict in some cases?   
 

 A. The intended work associated with some of the existing junction boxes next to data jacks is to 
provide a duplex receptacle for the box and connect to the existing branch circuit in the box. 
These locations are marked with reference note 1, sheet E3.01. Note that there may be additional 
junction boxes that require no work. Reference note 2, E2.01 is not referring to the junction box. 
This note refers to the data jacks. All data jacks and data cabling to be removed back to source. 
Boxes and conduit to remain with cover. 

 
10. Can we assume that the lighting controls/contactors are in the same room as the electrical panel 

associated with the lighting circuit and that they are already in place and functional?   
 

 A. It should not be assumed that the existing lighting control contactors are in the same location 
as the electric panels. Existing plans and pictures show a lighting contactor in the same room as 
panels LA and DA, however, a lighting contactor is not shown at panels A1 and A2. Contractor 
to make a site visit to confirm locations should this information be needed for the bid. Lighting 
contactors/controls are in place and functional. 

 
11. Will you be accepting equal fixtures to the lighting schedule? If so will you require a prior 

submittal?   
 

 A. We and our electrical engineer can review substitutions for approval. We would recommend 
you submit prior to bid (prior to June 8 preferably) to be sure they will be accepted. Please email 
your request and include cut sheets/mfg info on all items to be substituted. If approved, we will 
respond via addendum. 

 
12. Please confirm the bid bond is 5% of the bid amount?   

 
 A. Yes, the bid bond is 5% of the bid amount. 
 
13. Are the fixtures BAA?   

 
 A. Buy America Build Back America is not required on this project. 
 
 



Addendum No. 1 – Technology Building Suite 100 (B) 
June 11, 2026 

Page 4 of 4 

14. Rooms 106-109 and 111-114 are not shown on the finish plans but are listed on the finish 
schedule. Please clarify?   
 

 A. Delete rooms 106-109 and 111-114 from the finish schedule. These offices are not in the 
project. 

 
15. For room 116, the demo plan shows to remove the existing flooring. the finish plan shows LVT, 

but the finish schedule shows ETR. Please clarify?   
 

 A. Room 116 Multi-Purpose room – Demolish existing flooring and provide new LVT. 
 
 

 
 
Attachments List: 
Pre-Bid Meeting Summary 
Pre-Bid Meeting Sign-In sheets 
Specifications:  

• 00410 – Bid Form 
• 00880 – Contractor Certification Statement 
• 087100 - Door Hardware  

 
 

END OF ADDENDUM #1 



PRE - BID CONFERENCE SUMMARY 
HELD June 4, 2026, 2:30 P.M.  

 TECHNOLOGY BUILDING SUITE 100 (B) –  
INTERIOR OFFICE RENOVATIONS 

HANCOCK COUNTY PORT AND HARBOR COMMISSION  
STENNIS INTERNATIONAL AIRPORT   

7225 Stennis Airport Rd. – Kiln, MS 39556   
HCPHC Project #AP2602; RCLA Project #22535B  

 
 
MEETING SUMMARY 
 

• Introduction / Major Participants  
 

• Work Covered by Contract Documents/Requirements:    
 

A. Includes the furnishing of all labor, equipment, and materials necessary for the 
reconfiguration of the Technology Building tenant space to 2 office spaces.  

 
   B.      The project involves a renovation of portion of the existing building (approx.. 9,087 sf) to 

create an additional tenant space. Scope includes the construction of a new fire-rated 
demising wall at the north end to isolate mechanical, electrical, and data infrastructure from 
the north wing. The interior build-out creates new private offices, a conference room, and 
storage within the former open-office area. Updated floor and ceiling finishes will be 
installed throughout as specified. Associated electrical and mechanical work is included. 

 
ALTERNATE #1: Provide pricing for the five new office buildouts in Suite #2. This includes 
walls, doors and frames, painting and electrical work.  
 
*Refer to section 01230 Alternates and the drawings and specifications for details on these 
alternates. 

 
C. The Contractor shall furnish all labor, materials, equipment, tools, services, and incidentals 

to complete all work required by the Specifications and as shown on the Drawings. 
 

D. The Contractor shall provide a full time Superintendent on site during all construction 
activities. RCLA will have a Resident Inspector on site to observe construction and answer 
questions, but who will not act as a superintendent for the project. 

 
E. Furnish and install all materials, equipment, and labor which is reasonably and properly 

inferable and necessary for the proper completion of the work, whether specifically 
indicated in the Contract Documents or not. 

 
• Confirmation of Bid Date and Procedures   

 
Bids are due June 18, 2026 at 10:00 a.m. CST. Project Documents may be examined at the 
HANCOCK COUNTY PORT & HARBOR COMMISSION, 14054 Fred & Al Key Road, Kiln, MS or 
at the office of the Design Architect, RCL Architecture, PLLC, 900 W. Causeway Approach, 
Mandeville, La 70471 or online at www.portairspacework.com. Cost of bid documents is non-
refundable and bid documents must be purchased through the website. Return of documents is 
not required. All plan holders are required to have a valid email address for online registration. 
For information regarding website registration and online orders please contact Plan House 
Printing at 228-248-0181. For information regarding this project, contact Architect’s office, RCL 
Architecture, PLLC at 985-727-4440 in Mandeville, La. Email pdimitrios@rclconsultants.com. 
 
Bids will be received by the Hancock County Port & Harbor Commission at 14054 Fred & Al Key 

http://www.portairspacework.com/
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Road, Kiln, MS.  
 
Electronic bids can be submitted at www.portairspacework.com. For any questions relating to the 
electronic bidding process, please call Plan House Printing at 662-407-0193. 

 
• Front End Documents 

 
Bid Form  
The Public Bid form should be filled out in ink, or type written, with an original signature. You are 
required to submit one original. The Contractor must include his Mississippi License number, The 
Project Name and Owner’s Project Number, on the sealed Bid Envelope and all BID FORMS, 
enclosed.  Include a Corporate Resolution authorizing the actual signee on the Bid Form.  
Refer to Instructions to Bidders for requirements. 

 
Bid Bond 
The Bid Bond must be a minimum of 5% of the Bid Amount for the Total Project Package. 

 
• Clarifications and Questions:  ALL QUESTIONS MUST BE SUBMITTED IN WRITING TO RCL-

Architecture, hmorales@rclconsultants.com with copy to pdimitrios@rclconsultants.com and 
skeller@rclconsultants.com and WILL BE ANSWERED BY ADDENDUM ONLY. The last day for 
questions is Monday, June 8, 2026.   
 

• Prior Approvals 
No substitutions will be considered unless a written Prior Approval Request is submitted in writing via 
email or mail prior to bid. The last day for requests for substitutions is Monday, June 8, 2026.  

 
• Issuance of Addenda 

All questions submitted will be answered by Addendums. Final addendum will be issued 72 hours 
prior to bid, if needed. 

 
• Contract Time – 120 Consecutive calendar days from NOTICE TO PROCEED (anticipated weather 

days included are listed in the supplemental conditions).   
 

• Liquidated Damages - $1,000.00 per day thereafter.  
 

• Construction Schedule: Schedule organized by GC as required by Contract Documents. RCLA will 
work to get submittals done quickly so materials will be on the job when needed.  

 
• Bldg. Permits & Taxes–This project is NOT tax-exempt. Contractors are responsible for filing and 

payment of building permits, impact fees and any inspection fees. RCLA will work with 
contractors to get permits released on any outstanding items in review.  

 
• Pay Application to be submitted on the AIA-G702 Document. Billing will be monthly and paid 

every 45-60 days. Pay apps should be submitted by the 1st of the month. 
 

• Discuss Staging and Laydown Areas site is mostly open and off the main airport. Will not be 
regulated by airport procedures once the job site is established. Staging and laydown area will 
require a fence to be put up around materials and to prevent public entry. 
 

• Contractor Records 
Document Existing Conditions, Project Books, As-Builts, and photographs and video are required. 

 
• Project Safety 

Contractor is totally and solely responsible for project safety, means and methods, protection of
 workers, all property, and the public at all times. 

 
Employees will be required to wear shirts / uniform with company name to identify them. 

 

mailto:hmorales@rclconsultants.com
mailto:pdimitrios@rclconsultants.com
mailto:skeller@rclconsultants.com
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Public roads shall be kept free of debris and mud, and allowing continuous flow of traffic in the 
parking lot and on adjacent streets etc. 
 
Traffic control is the responsibility of the General Contractor.   

 
• Review the Plans and Specifications 

Contractor is advised to review General conditions and Special Conditions for all details and 
requirements concerning insurance and bonds. 
 
The Construction Drawings and Specifications are intended to function as a whole.  DO NOT SPLIT 
THE CONSTRUTION DOCUMENTS INTO PARTS. 
 
Plans can be downloaded from Plan House Printing website or obtained from RCLA.  
 
Discuss Bidding Procedures: Bids shall be delivered to the Hancock County Port & Harbor 
Commission at 14054 Fred & Al Key Road, Kiln, MS.  
 

Electronic bids can be submitted at www.portairspacework.com. For any questions relating 
to the electronic bidding process, please call Plan House Printing at 662-407-0193 

 
 

• Contractor Questions: 

Q: Are the subcontractors able to come out and look at the job, or will that need to be scheduled? 

o HCPHC will schedule certain days for subcontractors to come out and look at the job. 

 

Q: Will there be any special type of insurance required, such as Builder’s Risk? 

o Contractors will not be required to carry Builder’s Risk insurance for this job; the Contractor 
will be required to provide 1 Million in General Liability Insurance. 

 

Q: what is the projected budget for this project? 

o Probable estimated project cost is $284,031.95. 

 

Q: Are the Contractors going to need to provide Access control? 

o Access control is included in the job – may just tie-in to the existing controls. 

 

Q: What type of controls are in the current HVAC system? 

o This A/C system is standard, stand alone controls. 

 

 

• Owner Comments:  

 
o There is a roof leak that has been identified recently; this may be added into the job by 

addendum. 
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SECTION 00410 
BID FORM 

              
 
NOTE: Use preferably black ink for completing this Bid form. 
 
ARTICLE 1 – BID RECIPIENT 
 
1.01 This Bid is submitted for: 
 

TECHNOLOGY BUILDING SUITE 100 (B) – INTERIOR OFFICE RENOVATIONS  
 

1.02 This Bid is submitted to: 
 

Hancock County Port & Harbor Commission 
14054 Fred & Al Key Road 
Kiln, MS 39556 
 

1.03 The undersigned Bidder proposes and agrees, if this Bid is accepted, to enter into an Agreement with Owner 
in the form included in the Bidding Documents to perform all Work as specified or indicated in the Bidding 
Documents for the prices and within the times indicated in this Bid and in accordance with the other terms and 
conditions of the Bidding Documents. 

 
1.04 The person to contact for additional information regarding this Bid: 
 

NAME:             
TITLE:             
TELEPHONE:            

 
ARTICLE 2 – BIDDER’S ACKNOWLEDGEMENTS 
 
2.01 Bidder accepts all of the terms and conditions of the Instructions to Bidders, including without limitation those 

dealing with the disposition of Bid security. This Bid will remain subject to acceptance for 90 days after the 
Bid opening, or for such longer period of time that Bidder may agree to in writing upon request of Owner. 
 

2.02 Bidder accepts that Owner has the right to award the contract to the lowest qualified bidder and accept the 
base bid, combination of base bid and any alternates, or reject all bids, whichever is in the best interest of the 
Owner. 

 
ARTICLE 3 – BIDDER’S REPRESENTATIONS 
 
3.01 In submitting this Bid, Bidder represents that: 
 

A. Bidder has examined and carefully studied the Bidding Documents, the other related data identified in the 
Bidding Documents, and the following Addenda, receipt of which is hereby acknowledged. 
 

Addendum No.  Addendum Date 
             
             
             

   
   
   
   
   
   

 
B. Bidder has visited the Site and become familiar with and is satisfied as to the general, local and Site 



ENGINEER BID FORM 
HCPHC PROJECT # AP2602  00410-2 

conditions that may affect cost, progress, and performance of the Work. 
 

C. Bidder is familiar with and is satisfied as to all federal, state and local Laws and Regulations that may 
affect cost, progress and performance of the Work. 

 
D. Bidder has carefully studied all:  (1) reports of explorations and tests of subsurface conditions at or 

contiguous to the Site and all drawings of physical conditions relating to existing surface or subsurface 
structures at the Site (except Underground Facilities) that have been identified in SC-4.02 as containing 
reliable “technical data” and, (2) reports and drawings of Hazardous Environmental Conditions, if any, at 
the site that have been identified in SC-4.06 as containing reliable “technical data”. 

 
E. Bidder has considered the information known to Bidder; information commonly known to contractors 

doing business in the locality of the Site; information and observations obtained from visits to the Site; 
the Bidding Documents; and the Site-related reports and drawings identified in the Bidding Documents, 
with respect to the effect of such information, observations, and documents on (1) the cost, progress, and 
performance of the Work; (2) the means, methods, techniques, sequences, and procedures of construction 
to be employed by Bidder, including applying the specific means, methods, techniques, sequences, and 
procedures of construction expressly required by the Bidding Documents; and (3) Bidder’s safety 
precautions and programs.  

 
F. Based on the information and observations referred to in Paragraph 3.01.E above, Bidder does not 

consider that further examinations, investigations, explorations, tests, studies, or data are necessary for the 
determination of this Bid for performance of the Work at the price(s) bid and within the times required, 
and in accordance with the other terms and conditions of the Bidding Documents.  

 
G. Bidder is aware of the general nature of work to be performed by Owner and others at the Site that relates 

to the Work as indicated in the Bidding Documents. 
 

H. Bidder has given Engineer written notice of all conflicts, errors, ambiguities, or discrepancies that Bidder 
has discovered in the Bidding Documents, and the written resolution thereof by Engineer is acceptable to 
Bidder. 

 
I. The Bidding Documents are generally sufficient to indicate and convey understanding of all terms and 

conditions for the performance of the Work for which this Bid is submitted. 
 

ARTICLE 4 – FURTHER REPRESENTATIONS 
 
4.01 Bidder further represents that: 
 

A. This Bid is genuine and not made in the interest of or on behalf of any undisclosed individual or entity and is 
not submitted in conformity with any collusive agreement or rules of any group, association, organization or 
corporation; 

 
B. Bidder has not directly or indirectly induced or solicited any other Bidder to submit a false or sham Bid; 

 
C. Bidder has not solicited or induced any individual or entity to refrain from bidding; and 

 
D. Bidder has not engaged in corrupt, fraudulent, collusive, or coercive practices in competing for the 

Contract. For the purposes of this Paragraph 4.01.D: 
 

1. “corrupt practice” means the offering, giving, receiving, or soliciting of anything of value likely to 
influence the action of a public official in the bidding process; 

 
2. “fraudulent practice” means an intentional misrepresentation of facts made (a) to influence the 

bidding process to the detriment of Owner, (b) to establish bid prices at artificial non-competitive 
levels, or (c) to deprive Owner of the benefits of free and open competition; 

 
3. “collusive practice” means a scheme or arrangement between two or more Bidders, with or without 

the knowledge of Owner, a purpose of which is to establish bid prices at artificial, non-competitive 
levels; and 
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4. “coercive practice” means harming or threatening to harm, directly or indirectly, persons or their 

property to influence their participation in the bidding process or affect the execution of the Contract. 
 

ARTICLE 5 – BASIS OF BID 
 
5.01 Bidder will complete the Work in accordance with the Contract Documents for the following price(s): 

 
BID SCHEDULE A: BASE BID 

Item Description Qty Units Unit Price Amount 
1 The work includes the following: renovation of portion 

of the existing building (approx.. 9,087 sf) to create an 
additional tenant space as per plans and specifications. 
 

1 Lump 
Sum 

  
 TOTAL BASE BID   

 
 

 BID SCHEDULE B: ADDITIVE ALTERNATE 1: Not Applicable 
Item  Description Qty Units Unit Price Amount 
Alt 1 Buildout offices in Suite #2 – includes all walls, doors 

and frames, finishes and associated electrical work. (Base 
Bid includes finish ceiling, lights, and floor finish). 

  

  
      

  
 
 

 BID SCHEDULE C: ADDITIVE ALTERNATE 2: Not Applicable 
Item  Description Qty Units Unit Price Amount 
Alt 2 Not Applicable 
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NOTE TO BIDDERS 
 
The following Bid Schedule Tabulation will be used to read the Bids aloud: 
 
Bid Schedule A  $___________________ 
 
 
 
Unit Prices have been computed in accordance with Paragraph 11.03.B of the General Conditions. 
 
Bidder acknowledges that estimated quantities are not guaranteed, and are solely for the purpose of 
comparison of Bids, and final payment for all Unit Price Bid items will be based on actual quantities, 
determined as provided in the Contract Documents.  

 
ARTICLE 6 – TIME OF COMPLETION 
 
6.01 Bidder agrees that the Work will be substantially complete within 120 calendar days after the date when the 

Contract Times commence to run as provided in Paragraph 2.03 of the General Conditions, and will be 
completed and ready for final payment in accordance with Paragraph 14.07 of the General Conditions within 
165 calendar days after the date when the Contract Times commence to run. 

6.02 Bidder accepts the provisions of the Contract as to liquidated damages. 
 

ARTICLE 7 – ATTACHMENTS TO THIS BID 
 
7.01 The following documents are attached to and made a condition of this Bid: 

 
A. Required Bid security in the form of Bid Bond, Section 00430. 

 
B. List of Subcontractors 

 
C. Signed Section 00870- Certification Regarding Debarment, Suspension, Non-Collusion and Other 

Responsibility Matters  
 

D. Required bidders current certificate of responsibility issued by the state of Mississippi  
 

E. If the bidder is a non-resident contractor, a copy of the bidder’s current state bidder preference law 
pertaining to that states treatment of non-resident contractors pursuant to Miss. Code Ann. 8 31-3-21(3) 
or a statement on letterhead and signed by the same person who signs the bid form stating that no 
preference laws exist in that state. 

 
F. E-Verify Compliance Letter and screenshot 

 
G. Official Secretary of State’s Letter of Good Standings with the State of Mississippi 

 
H. Corporate Minutes or other document showing authority to sign Bid Form 

 
ARTICLE 8 – DEFINED TERMS 
 
8.01 The terms used in this Bid with initial capital letters have the meanings stated in the Instructions to Bidders, 

the General Conditions, and the Supplementary Conditions. 
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ARTICLE 9 – BIDDER’S SIGNATURE AND SWORN STATEMENT 
 
STATE OF        
 
COUNTY OF        
 
BIDDER  
 
9.01 The name of the bidder submitting this proposal is: 
 
             
 
Headquarters Address:           
                          Street 
 
                                   
                          City                        State         Zip 
 
             
   Phone     Fax 
 
             
   Email 
 
Local Mailing Address (if different than above): 
                                   
             
    Street 
                                   
             
    City                         State         Zip 
 
 
 
Address to which all communications concerned with this Bid and with the resulting Contract shall be sent: 
 
             
Name                                     Street or P.O. Box 
 
             
City                                         State           Zip 
 
Attention:              
                 Name                                        Title 
 
Submitted on ______________________________, 20_____. 
 
State Contractor License No. ________________. (If applicable) 
 
Submit UEI number for confirmation of SAM.gov registration:._________________________________________ 
 
Indicate MBE/WBE status: ______________________________________________________________________. 
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9.02 Bidder is: 
 
An Individual 
 

Name (typed or printed):            
 
By:   _________________________________________________________________________________  (SEAL) 

(Individual’s signature) 
 

Doing business as:   _____________________________________________________________________  
 
 
 
A Partnership 
 

Partnership Name:   _____________________________________________________________________  (SEAL) 
 
By:   _________________________________________________________________________________  

  (Signature of general partner – attach evidence of authority to sign) 
 

First Partner Name (typed or printed):           
 
Address:              
 
Second Partner Name (typed or printed:           
 
Address:              
 

 
 
A Corporation 
 

Corporation Name:   ____________________________________________________________________  (SEAL) 
 
State of Incorporation:   ____________________  
 
Type (General Business, Professional, Service, Limited Liability):   _______________________________  
 
By:   _________________________________________________________________________________  

  (Signature – attach evidence of authority to sign) 
 

Name (typed or printed):   ________________________________________________________________  
 
Title:   _______________________________________________________________________________  

(CORPORATE SEAL) 
Attest:   ______________________________________________________________________________  

(Signature of Corporate Secretary) 
 

Date of Qualification to do business in ________________ [State Where Project is Located] is 
____\____\____. 
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A Joint Venture 
 

Name of Joint Venturer:   ________________________________________________________________  
 
First Joint Venturer Name:   ________________________________________________________ (SEAL) 
 
By:   _________________________________________________________________________________  

   (Signature of first joint venture partner – attach evidence of authority to sign) 
 

Name (typed or printed):   ________________________________________________________________  
 
Title:   _______________________________________________________________________________  
 
Second Joint Venturer Name:   ______________________________________________________ (SEAL) 
 
By:   _________________________________________________________________________________  

   (Signature of second joint venture partner – attach evidence of authority to sign) 
 

Name (typed or printed):   ________________________________________________________________  
 
Title:   _______________________________________________________________________________  
 
(Each joint venturer must sign. The manner of signing for each individual, partnership, and corporation that is 
a party to the joint venture should be in the manner indicated above.) 

 
9.02 I (Bidder) have examined and prepared the foregoing Bid(s) based on the information contained in the Project 

Manual provided with the Bid; that I have checked the same in detail before submitting this Bid; that I have 
full authority to make such statements and submit this Bid in (its) (their) (my) behalf; and that these 
statements are true and correct. 

 
Signature:              
 
Title:              (Corporate Seal) 

 
 

 
NOTARY PUBLIC: 
 
Subscribe and sworn to before me this _____ day of _______, 20__. 
 
Notary Public – State of       . 
 

 My Commission expires        (Notary Seal). 
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SECTION 00880 
CONTRACTOR CERTIFICATION STATEMENT 

STANDARD TERMS AND CONDITIONS AND FEDERAL ASSURANCES 
  

 
Contractor Name:  ________________________________________________ 
 
Contract Number #:  _______________ 
 
 
The CONTRACTOR, by and through the undersigned authorized representative, further assures and certifies that:  
1) it is familiar with, 2) it is complying with, and 3) it will continue to comply with all state and federal laws that 
apply to Contractor’s activities or that impose restrictions on the Contractor’s use of federal funding or grants, 
including, but not limited to, the following: 
 
EQUAL EMPLOYMENT OPPORTUNITY:  If the contract is in excess of $10,000, contractor or subrecipient shall 
be prohibited from discrimination in all construction contracts and subcontracts. (Executive Order 11246, as 
amended by Executive Order 11375; 41 CFR, Part 60) 
 
COPELAND “ANTI-KICKBACK” ACT:  If the contract is in excess of $2,000, contractor or subrecipient shall 
be prohibited from inducing, by any means, any person employed in the construction, completion, or repair of 
public works, to give up any part of the compensation to which he/she is otherwise entitled. (18 U.S.C. § 874; 29 
CFR, Part 3) 
 
SECTION 102 AND 107 OF THE CONTRACT WORK HOURS AND SAFETY STANDARDS ACT:  If the 
contract is a construction contract in excess of $2,000 or other contract which involves mechanics or laborers in 
excess of $2,500, contractor shall be required to compute the wages of every mechanic and laborer on the basis of a 
standard work week of 40 hours. Work in excess of the standard work week is permissible provided that the worker 
is compensated at a rate of not less than 1-1/2 times the basic rate of pay for all hours worked in excess of 40 hours 
in the work week. (40 U.S.C. § 327 - 330; 29 CFR, Part 5) 
 

Section 107 of the Contract Work Hours and Safety Standards Act is applicable to construction work and 
provides that no laborer or mechanic shall be required to work in surroundings or under working 
conditions, which are unsanitary, hazardous, or dangerous. These requirements do not apply to the 
purchases of supplies or materials or articles ordinarily available on the open market, or contracts for 
transportation or transmission of intelligence. 

 
 
AUTHORIZED ACCESS TO DOCUMENTS: The contractor agrees that the Recipient (Owner), Hancock County, 
the Office of Inspector General, the Comptroller General of the United States, or any of their duly authorized 
representatives, shall have access for the purpose of audit and examination to any books, documents, papers, and 
records of the contractor which are directly pertinent to that specific contract. 
 
DOCUMENTS OF RECORD: The contractor agrees to maintain all required records for five (5) years after the 
Recipient (Owner) makes final payments and all other pending matters are closed. 
 
FEDERAL CLEAN AIR ACT (42 U.S.C. § 7401 et seq.) and FEDERAL WATER POLLUTION CONTROL ACT 
(33 U.S.C. §1251 et seq.):  If the contract in excess of $100,000, contractors shall be required to comply with all 
applicable standards, orders, or regulations issued pursuant to the aforementioned Acts. Violations shall be reported 
to the regional office of Environmental Protection Agency (EPA). 



 

 

Certification of compliance with the above-identified provisions is a material representation of fact upon which the 
STATE relies in contracting with the CONTRACTOR. The failure to comply with any of said provisions is grounds 
for corrective action, suspension, and/or termination of this contract.   
 
 
________________________________________________     _________________ 
CONTRACTOR’S Authorized Representative (Signature)     Date 
 
________________________________________________ 
CONTRACTOR’S Authorized Representative (Please Print) 
 
________________________________________________ 
Title (Please Print) 
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SECTION 087100 - DOOR HARDWARE 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes commercial door hardware for the following: 

1. Swinging doors. 

B. Door hardware includes, but is not necessarily limited to, the following: 

1. Mechanical door hardware. 
2. Cylinders specified for doors in other sections. 

C. Related Sections: 

1. Division 01 Section "General Conditions”. 
2. Division 06 Section “Rough Carpentry”. 
3. Division 08 Section “Operations and Maintenance”. 
4. Division 08 Section “Hollow Metal Doors and Frames”. 
5. Division 08 Section “Flush Wood Doors”. 
6. Division 08 Section “Aluminum-Framed Entrances and Storefronts”. 
7. Division 26 Section "Electrical” 

D. Codes and References: Comply with the version adopted by the Authority Having 
Jurisdiction. 

1. ANSI A117.1 - Accessible and Usable Buildings and Facilities. 
2. ICC/IBC - International Building Code. 
3. NFPA 70 - National Electrical Code. 
4. NFPA 80 - Fire Doors and Windows. 
5. NFPA 101 - Life Safety Code. 
6. NFPA 105 - Installation of Smoke Door Assemblies. 
7. State Building Codes, Local Amendments. 

E. Standards: All hardware specified herein shall comply with the following industry 
standards as applicable. Any undated reference to a standard shall be interpreted as 
referring to the latest edition of that standard: 

1. ANSI/BHMA Certified Product Standards - A156 Series. 
2. UL10C - Positive Pressure Fire Tests of Door Assemblies. 
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3. ANSI/UL 294 - Access Control System Units. 
4. UL 305 - Panic Hardware. 
5. ANSI/UL 437- Key Locks. 

1.3 SUBMITTALS 

A. Product Data: Manufacturer's product data sheets including installation details, material 
descriptions, dimensions of individual components and profiles, operational 
descriptions and finishes. 

B. Door Hardware Schedule: Prepared by or under the supervision of supplier, detailing, 
fabrication and assembly of door hardware, as well as procedures and diagrams. 
Coordinate the final Door Hardware Schedule with doors, frames, and related work to 
ensure proper size, thickness, hand, function, and finish of door hardware. 

1. Format: Comply with scheduling sequence and vertical format in DHI's 
"Sequence and Format for the Hardware Schedule." 

2. Organization: Organize the Door Hardware Schedule into door hardware sets 
indicating complete designations of every item required for each door or opening. 
Organize door hardware sets in same order as in the Door Hardware Sets at the 
end of Part 3. Submittals that do not follow the same format and order as the 
Door Hardware Sets will be rejected and subject to resubmission. 

3. Content: Include the following information: 

a. Type, style, function, size, label, hand, and finish of each door hardware 
item. 

b. Manufacturer of each item. 
c. Fastenings and other pertinent information. 
d. Location of door hardware set, cross-referenced to Drawings, both on floor 

plans and in door and frame schedule. 
e. Explanation of abbreviations, symbols, and codes contained in schedule. 
f. Mounting locations for door hardware. 
g. Door and frame sizes and materials. 
h. Warranty information for each product. 

4. Submittal Sequence: Submit the final Door Hardware Schedule at earliest 
possible date, particularly where approval of the Door Hardware Schedule must 
precede fabrication of other work that is critical in the Project construction 
schedule. Include Product Data, Samples, Shop Drawings of other work affected 
by door hardware, and other information essential to the coordinated review of 
the Door Hardware Schedule. 

C. Keying Schedule: After a keying meeting with the owner has taken place prepare a 
separate keying schedule detailing final instructions. Submit the keying schedule in 
electronic format. Include keying system explanation, door numbers, key set symbols, 
hardware set numbers and special instructions. Owner must approve submitted keying 
schedule prior to the ordering of permanent cylinders/cores. 

D. Informational Submittals: 
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1. Product Test Reports: Indicating compliance with cycle testing requirements, 
based on evaluation of comprehensive tests performed by manufacturer and 
witnessed by a qualified independent testing agency. 

1.4 CLOSEOUT SUBMITTALS 

A. Operating and Maintenance Manuals: Provide manufacturers operating and 
maintenance manuals for each item comprising the complete door hardware 
installation in quantity as required in Division 01, Closeout Procedures. 

B. Project Record Documents: Provide record documentation of as-built door hardware 
sets in digital format (.pdf, .docx, .xlsx, .csv) and as required in Division 01, Project 
Record Documents. 

1.5 QUALITY ASSURANCE 

A. Manufacturers Qualifications: Engage qualified manufacturers with a minimum 5 years 
of documented experience in producing hardware and equipment similar to that 
indicated for this Project and that have a proven record of successful in-service 
performance. 

B. Certified Products: Where specified, products must maintain a current listing in the 
Builders Hardware Manufacturers Association (BHMA) Certified Products Directory 
(CPD). 

C. Installer Qualifications: A minimum 3 years documented experience installing both 
standard and electrified door hardware similar in material, design, and extent to that 
indicated for this Project and whose work has resulted in construction with a record of 
successful in-service performance. 

D. Door Hardware Supplier Qualifications: Experienced commercial door hardware 
distributors with a minimum 5 years documented experience supplying both 
mechanical and electromechanical hardware installations comparable in material, 
design, and extent to that indicated for this Project. Supplier recognized as a factory 
direct distributor by the manufacturers of the primary materials with a warehousing 
facility in Project's vicinity. Supplier to have on staff a certified Architectural Hardware 
Consultant (AHC) available during the course of the Work to consult with Contractor, 
Architect, and Owner concerning both standard and electromechanical door hardware 
and keying. 

E. Source Limitations: Obtain each type and variety of door hardware specified in this 
section from a single source unless otherwise indicated. 

1. Electrified modifications or enhancements made to a source manufacturer's 
product line by a secondary or third party source will not be accepted. 

F. Each unit to bear third party permanent label indicating compliance with the referenced 
testing standards. 
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G. Keying Conference: Conduct conference to comply with requirements in Division 01 
Section "Project Meetings." Keying conference to incorporate the following criteria into 
the final keying schedule document: 

1. Function of building, purpose of each area and degree of security required. 
2. Plans for existing and future key system expansion. 
3. Requirements for key control storage and software. 
4. Installation of permanent keys, cylinder cores and software. 
5. Address and requirements for delivery of keys. 

H. Pre-Submittal Conference: Conduct coordination conference in compliance with 
requirements in Division 01 Section "Project Meetings" with attendance by 
representatives of Supplier(s), Installer(s), and Contractor(s) to review proper methods 
and the procedures for receiving, handling, and installing door hardware. 

1. Prior to installation of door hardware, conduct a project specific training meeting 
to instruct the installing contractors' personnel on the proper installation and 
adjustment of their respective products. Product training to be attended by 
installers of door hardware (including electromechanical hardware) for aluminum, 
hollow metal and wood doors. Training will include the use of installation 
manuals, hardware schedules, templates and physical product samples as 
required. 

2. Inspect and discuss electrical roughing-in, power supply connections, and other 
preparatory work performed by other trades. 

3. Review sequence of operation narratives for each unique access controlled 
opening. 

4. Review and finalize construction schedule and verify availability of materials. 
5. Review the required inspecting, testing, commissioning, and demonstration 

procedures 

I. At completion of installation, provide written documentation that components were 
applied according to manufacturer's instructions and recommendations and according 
to approved schedule. 

1.6 DELIVERY, STORAGE AND HANDLING 

A. Inventory door hardware on receipt and provide secure lock-up and shelving for door 
hardware delivered to Project site. Do not store electronic access control hardware, 
software or accessories at Project site without prior authorization. 

B. Tag each item or package separately with identification related to the final Door 
Hardware Schedule, and include basic installation instructions with each item or 
package. 

C. Deliver, as applicable, permanent keys, cylinders, cores, access control credentials, 
software and related accessories directly to Owner via registered mail or overnight 
package service. Instructions for delivery to the Owner shall be established at the 
"Keying Conference". 



TECHNOLOGY BUILDING SUITE 100 (B)   DOOR HARDWARE  
INTERIOR OFFICE RENOVATIONS   SECTION 087100 
RCLA PROJECT NO. 22535B 

 087100 - 5 

1.7 COORDINATION 

A. Templates: Obtain and distribute to the parties involved templates for doors, frames, 
and other work specified to be factory prepared for installing standard and electrified 
hardware. Check Shop Drawings of other work to confirm that adequate provisions are 
made for locating and installing hardware to comply with indicated requirements. 

B. Door and Frame Preparation: Doors and corresponding frames are to be prepared, 
reinforced and pre-wired (if applicable) to receive the installation of the specified 
electrified, monitoring, signaling and access control system hardware without additional 
in-field modifications. 

1.8 WARRANTY 

A. General Warranty: Reference Division 01, General Requirements. Special warranties 
specified in this Article shall not deprive Owner of other rights Owner may have under 
other provisions of the Contract Documents and shall be in addition to, and run 
concurrent with, other warranties made by Contractor under requirements of the 
Contract Documents. 

B. Warranty Period: Written warranty, executed by manufacturer(s), agreeing to repair or 
replace components of standard and electrified door hardware that fails in materials or 
workmanship within specified warranty period after final acceptance by the Owner. 
Failures include, but are not limited to, the following: 

1. Structural failures including excessive deflection, cracking, or breakage. 
2. Faulty operation of the hardware. 
3. Deterioration of metals, metal finishes, and other materials beyond normal 

weathering. 
4. Electrical component defects and failures within the systems operation. 

C. Warranty Period: Unless otherwise indicated, warranty shall be one year from date of 
Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Hardware shall not have any visible manufacturer names on exposed materials, except 
cylinders, when the door is in a closed position. 

2.2 BUTT HINGES 

A. Hinges: ANSI/BHMA A156.1 butt hinges with number of hinge knuckles and other 
options as specified in the Door Hardware Sets. 

1. Quantity: Provide the following hinge quantity: 
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a. Two Hinges: For doors with heights up to 60 inches. 
b. Three Hinges: For doors with heights 61 to 90 inches. 
c. Four Hinges: For doors with heights 91 to 120 inches. 
d. For doors with heights more than 120 inches, provide 4 hinges, plus 1 

hinge for every 30 inches of door height greater than 120 inches. 

2. Hinge Size: Provide the following, unless otherwise indicated, with hinge widths 
sized for door thickness and clearances required: 

a. Widths up to 3’0”: 4-1/2” standard or heavy weight as specified. 
b. Sizes from 3’1” to 4’0”: 5” standard or heavy weight as specified. 

3. Hinge Weight and Base Material: Unless otherwise indicated, provide the 
following: 

a. Exterior Doors: Heavy weight, non-ferrous, ball bearing or oil impregnated 
bearing hinges unless Hardware Sets indicate standard weight. 

b. Interior Doors: Standard weight, steel, ball bearing or oil impregnated 
bearing hinges unless Hardware Sets indicate heavy weight. 

4. Hinge Options: Comply with the following: 

a. Non-removable Pins: With the exception of electric through wire hinges, 
provide set screw in hinge barrel that, when tightened into a groove in 
hinge pin, prevents removal of pin while door is closed; for all out-swinging 
lockable doors. 

5. Manufacturers: 

a. McKinney (MK) - TA/T4A Series, 5-knuckle. 

2.3 CONTINUOUS HINGES 

A. Continuous Geared Hinges: ANSI/BHMA A156.26 Grade 1-600 continuous geared 
hinge. with minimum 0.120-inch thick extruded 6063-T6 aluminum alloy hinge leaves 
and a minimum overall width of 4 inches. Hinges are non-handed, reversible and 
fabricated to template screw locations. Factory trim hinges to suit door height and 
prepare for electrical cut-outs. 

1. Where specified, provide modular continuous geared hinges that ship in two or 
three pieces and form a single continuous hinge upon installation. 

2. Manufacturers:. 

a. Pemko (PE). 
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2.4 CYLINDERS AND KEYING 

A. General: Cylinder manufacturer to have minimum (10) years experience designing 
secured master key systems and have on record a published security keying system 
policy.  

1. Manufacturers: 

a. Match Existing, Field Verify. 

B. Cylinder Types: Original manufacturer cylinders able to supply the following cylinder 
formats and types: 

1. Threaded mortise cylinders with rings and cams to suit hardware application. 
2. Rim cylinders with back plate, flat-type vertical or horizontal tailpiece, and raised 

trim ring. 
3. Bored or cylindrical lock cylinders with tailpieces as required to suit locks. 
4. Tubular deadlocks and other auxiliary locks. 
5. Mortise and rim cylinder collars to be solid and recessed to allow the cylinder 

face to be flush and be free spinning with matching finishes. 
6. Keyway: Match Facility Standard. 

C. Keying System: Each type of lock and cylinders to be factory keyed.  

1. Supplier shall conduct a "Keying Conference" to define and document keying 
system instructions and requirements.  

2. Furnish factory cut, nickel-silver large bow permanently inscribed with a visual 
key control number as directed by Owner. 

3. New System: Key locks to a new key system as directed by the Owner. 

D. Key Quantity: Provide the following minimum number of keys: 

1. Change Keys per Cylinder: Two (2)  
2. Master Keys (per Master Key Level/Group): Five (5). 
3. Construction Keys (where required): Ten (10). 

E. Construction Keying: Provide construction master keyed cylinders. 

F. Key Registration List (Bitting List): 

1. Provide keying transcript list to Owner's representative in the proper format for 
importing into key control software. 

2. Provide transcript list in writing or electronic file as directed by the Owner. 

2.5 CYLINDRICAL LOCKS AND LATCHING DEVICES 

A. Cylindrical Locksets, Grade 1 (Heavy Duty): ANSI/BHMA A156.2, Series 4000, 
Operational Grade 1 Certified Products Directory (CPD) listed cylindrical locksets. 
Listed manufacturers shall meet all functions and features as specified herein. 
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1. Manufacturers: 

a. ASSA ABLOY ACCENTRA (YA) - 5400LN Series. 

2.6 LOCK AND LATCH STRIKES 

A. Strikes: Provide manufacturer's standard strike with strike box for each latch or lock 
bolt, with curved lip extended to protect frame, finished to match door hardware set, 
unless otherwise indicated, and as follows: 

1. Flat-Lip Strikes: For locks with three-piece antifriction latchbolts, as 
recommended by manufacturer. 

2. Extra-Long-Lip Strikes: For locks used on frames with applied wood casing trim. 
3. Aluminum-Frame Strike Box: Provide manufacturer's special strike box fabricated 

for aluminum framing. 
4. Double-lipped strikes: For locks at double acting doors. Furnish with retractable 

stop for rescue hardware applications.  

B. Standards: Comply with the following: 

1. Strikes for Mortise Locks and Latches: BHMA A156.13. 
2. Strikes for Bored Locks and Latches: BHMA A156.2. 
3. Strikes for Auxiliary Deadlocks: BHMA A156.36. 
4. Dustproof Strikes: BHMA A156.16. 

2.7 CONVENTIONAL EXIT DEVICES 

A. General Requirements: All exit devices specified herein shall meet or exceed the 
following criteria: 

1. Exit devices shall have a five-year warranty. 
2. At doors not requiring a fire rating, provide devices complying with NFPA 101 

and listed and labeled for "Panic Hardware" according to UL305. Provide proper 
fasteners as required by manufacturer including sex nuts and bolts at openings 
specified in the Hardware Sets. 

3. Where exit devices are required on fire rated doors, provide devices complying 
with NFPA 80 and with UL labeling indicating "Fire Exit Hardware". Provide 
devices with the proper fasteners for installation as tested and listed by UL. 
Consult manufacturer’s catalog and template book for specific requirements. 

4. Except on fire rated doors, provide exit devices with hex key dogging device to 
hold the pushbar and latch in a retracted position. Provide optional keyed 
cylinder dogging on devices where specified in Hardware Sets. 

5. Devices must fit flat against the door face with no gap that permits unauthorized 
dogging of the push bar. The addition of filler strips is required in any case where 
the door light extends behind the device as in a full glass configuration. 

6. Lever Operating Trim: Where exit devices require lever trim, furnish 
manufacturer's heavy duty escutcheon trim with threaded studs for thru-bolts.  



TECHNOLOGY BUILDING SUITE 100 (B)   DOOR HARDWARE  
INTERIOR OFFICE RENOVATIONS   SECTION 087100 
RCLA PROJECT NO. 22535B 

 087100 - 9 

a. Lock Trim Design: As indicated in Hardware Sets, provide finishes and 
designs to match that of the specified locksets.  

b. Where function of exit device requires a cylinder, provide a cylinder (Rim or 
Mortise) as specified in Hardware Sets. 

7. Vertical Rod Exit Devices: Where surface or concealed vertical rod exit devices 
are used at interior openings, provide as less bottom rod (LBR) unless otherwise 
indicated. Provide dust proof strikes where thermal pins are required to project 
into the floor. 

8. Narrow Stile Applications: At doors constructed with narrow stiles, or as specified 
in Hardware Sets, provide devices designed for maximum 2” wide stiles. 

9. Dummy Push Bar: Nonfunctioning push bar matching functional push bar. 
10. Rail Sizing: Provide exit device rails factory sized for proper door width 

application.  
11. Through Bolt Installation: For exit devices and trim as indicated in Door Hardware 

Sets. 

B. Conventional Push Rail Exit Devices (Heavy Duty): ANSI/BHMA A156.3, Grade 1 
Certified Products Directory (CPD) listed exit devices. Listed manufacturers shall meet 
all functions and features as specified herein. 

1. Manufacturers: 

a. ASSA ABLOY ACCENTRA (YA) - 7000 Series. 

2.8 SURFACE DOOR CLOSERS 

A. All door closers specified herein shall meet or exceed the following criteria: 

1. General: Door closers to be from one manufacturer, matching in design and 
style, with the same type door preparations and templates regardless of 
application or spring size. Closers to be non-handed with full sized covers. 

2. Standards: Closers to comply with UL-10C for Positive Pressure Fire Test and be 
U.L. listed for use of fire rated doors. 

3. Size of Units: Comply with manufacturer's written recommendations for sizing of 
door closers depending on size of door, exposure to weather, and anticipated 
frequency of use. Where closers are indicated for doors required to be accessible 
to the Americans with Disabilities Act, provide units complying with ANSI 
ICC/A117.1. 

4. Closer Arms: Provide heavy duty, forged steel closer arms unless otherwise 
indicated in Hardware Sets. 

5. Closers shall not be installed on exterior or corridor side of doors; where possible 
install closers on door for optimum aesthetics.  

6. Closer Accessories: Provide door closer accessories including custom templates, 
special mounting brackets, spacers and drop plates as required for proper 
installation. Provide through-bolt and security type fasteners as specified in the 
hardware sets. 
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B. Door Closers, Surface Mounted (Unitrol): ANSI/BHMA A156.4, Grade 1 Certified 
Products Directory (CPD) listed surface mounted closers with door stop mechanism to 
absorb dead stop shock on arm and top hinge. Hold-open arms to have a spring 
loaded mechanism in addition to shock absorber assembly. Arms to be provided with 
rigid steel main arm and secondary arm lengths proportional to the door width. 

1. Manufacturers: 

a. ASSA ABLOY ACCENTRA (YA) - Unitrol Series. 

2.9 DOOR STOPS AND HOLDERS 

A. Door Stops and Bumpers: ANSI/BHMA A156.16, Grade 1 door stops and wall 
bumpers. Provide wall bumpers, either convex or concave types with anchorage as 
indicated, unless floor or other types of door stops are specified in Hardware Sets. Do 
not mount floor stops where they will impede traffic. Where floor or wall bumpers are 
not appropriate, provide overhead type stops and holders. 

1. Manufacturers: 

a. Rockwood (RO). 

2.10 ARCHITECTURAL SEALS 

A. General: Thresholds, weatherstripping, and gasket seals to be of type and design as 
specified below or in the Hardware Sets. Provide continuous weatherstrip gasketing on 
exterior doors and provide smoke, light, or sound gasketing on interior doors where 
indicated. At exterior applications provide non-corrosive fasteners and elsewhere 
where indicated. 

B. Smoke Labeled Gasketing: Assemblies complying with NFPA 105 that are listed and 
labeled by a testing and inspecting agency acceptable to authorities having jurisdiction, 
for smoke control ratings indicated, based on testing according to UL 1784. 

1. Provide smoke labeled perimeter gasketing at all smoke labeled openings. 

C. Fire Labeled Gasketing: Assemblies complying with NFPA 80 that are listed and 
labeled by a testing and inspecting agency acceptable to authorities having jurisdiction, 
for fire ratings indicated, based on testing according to UL-10C. 

1. Provide intumescent seals as indicated to meet UL10C Standard for Positive 
Pressure Fire Tests of Door Assemblies, and NFPA 252, Standard Methods of 
Fire Tests of Door Assemblies.  

D. Sound-Rated Gasketing: Assemblies that are listed and labeled by a testing and 
inspecting agency, for sound ratings indicated. 

E. Replaceable Seal Strips: Provide only those units where resilient or flexible seal strips 
are easily replaceable and readily available from stocks maintained by manufacturer. 
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F. Manufacturers: 

1. Pemko (PE). 

2.11 FABRICATION 

A. Fasteners: Provide door hardware manufactured to comply with published templates 
generally prepared for machine, wood, and sheet metal screws. Provide screws 
according to manufacturers recognized installation standards for application intended. 

2.12 FINISHES 

A. Standard: Designations used in the Hardware Sets and elsewhere indicate hardware 
finishes complying with ANSI/BHMA A156.18, including coordination with traditional 
U.S. finishes indicated by certain manufacturers for their products. 

B. Provide quality of finish, including thickness of plating or coating (if any), composition, 
hardness, and other qualities complying with manufacturer's standards, but in no case 
less than specified by referenced standards for the applicable units of hardware 

C. Protect mechanical finishes on exposed surfaces from damage by applying a 
strippable, temporary protective covering before shipping. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine scheduled openings, with Installer present, for compliance with requirements 
for installation tolerances, labeled fire door assembly construction, wall and floor 
construction, and other conditions affecting performance. 

B. Notify architect of any discrepancies or conflicts between the door schedule, door 
types, drawings and scheduled hardware. Proceed only after such discrepancies or 
conflicts have been resolved in writing. 

3.2 PREPARATION 

A. Hollow Metal Doors and Frames: Comply with ANSI/DHI A115 series.  

B. Wood Doors: Comply with ANSI/DHI A115-W series. 

3.3 INSTALLATION 

A. Install each item of mechanical and electromechanical hardware and access control 
equipment to comply with manufacturer's written instructions and according to 
specifications. 
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1. Installers are to be trained and certified by the manufacturer on the proper 
installation and adjustment of fire, life safety, and security products including: 
hanging devices; locking devices; closing devices; and seals.  

B. Mounting Heights: Mount door hardware units at heights indicated in following 
applicable publications, unless specifically indicated or required to comply with 
governing regulations: 

1. Standard Steel Doors and Frames: DHI's "Recommended Locations for 
Architectural Hardware for Standard Steel Doors and Frames." 

2. DHI TDH-007-20: Installation Guide for Doors and Hardware. 
3. Where indicated to comply with accessibility requirements, comply with ANSI 

A117.1 "Accessibility Guidelines for Buildings and Facilities." 
4. Provide blocking in drywall partitions where wall stops or other wall mounted 

hardware is located. 

C. Retrofitting: Install door hardware to comply with manufacturer's published templates 
and written instructions. Where cutting and fitting are required to install door hardware 
onto or into surfaces that are later to be painted or finished in another way, coordinate 
removal, storage, and reinstallation of surface protective trim units with finishing work 
specified in Division 9 Sections. Do not install surface-mounted items until finishes 
have been completed on substrates involved. 

D. Push Plates and Door Pulls: When through-bolt fasteners are in the same location as a 
push plate, countersink the fasteners flush with the door face allowing the push plate to 
sit flat against the door. 

E. Thresholds: Set thresholds for exterior and acoustical doors in full bed of sealant 
complying with requirements specified in Division 7 Section "Joint Sealants." 

F. Storage: Provide a secure lock up for hardware delivered to the project but not yet 
installed. Control the handling and installation of hardware items so that the completion 
of the work will not be delayed by hardware losses before and after installation. 

3.4 ADJUSTING 

A. Initial Adjustment: Adjust and check each operating item of door hardware and each 
door to ensure proper operation or function of every unit. Replace units that cannot be 
adjusted to operate as intended. Adjust door control devices to compensate for final 
operation of heating and ventilating equipment and to comply with referenced 
accessibility requirements. 

3.5 CLEANING AND PROTECTION 

A. Protect all hardware stored on construction site in a covered and dry place. Protect 
exposed hardware installed on doors during the construction phase. Install any and all 
hardware at the latest possible time frame. 

B. Clean adjacent surfaces soiled by door hardware installation. 



TECHNOLOGY BUILDING SUITE 100 (B)   DOOR HARDWARE  
INTERIOR OFFICE RENOVATIONS   SECTION 087100 
RCLA PROJECT NO. 22535B 

 087100 - 13 

C. Clean operating items as necessary to restore proper finish. Provide final protection 
and maintain conditions that ensure door hardware is without damage or deterioration 
at time of owner occupancy. 

3.6 DEMONSTRATION 

A. Instruct Owner's maintenance personnel to adjust, operate, and maintain mechanical 
and electromechanical door hardware. 

3.7 DOOR HARDWARE SETS 

A. The hardware sets represent the design intent and direction of the owner and architect. 
They are a guideline only and should not be considered a detailed hardware schedule. 
Discrepancies, conflicting hardware and missing items should be brought to the 
attention of the architect with corrections made prior to the bidding process. Omitted 
items not included in a hardware set should be scheduled with the appropriate 
additional hardware required for proper application and functionality. 

1. Quantities listed are for each pair of doors, or for each single door. 
2. The supplier is responsible for handing and sizing all products. 
3. Where multiple options for a piece of hardware are given in a single line item, the 

supplier shall provide the appropriate application for the opening. 
4. At existing openings with new hardware the supplier shall field inspect existing 

conditions prior to the submittal stage to verify the specified hardware will work 
as required. Provide alternate solutions and proposals as needed. 

B. Manufacturer’s Abbreviations: 

 
      1. MK - McKinney     
      2. PE - Pemko     
      3. YA - ASSA ABLOY ACCENTRA     
      4. HS - HES     
      5. RO - Rockwood     
      6. OT - Other     
      7. SU - Securitron     

  
  

Hardware Sets 
  

Set: 1.0 
Doors: 102, 103, 104, 105, 207, 208, 209, 210, 212 
Description: SGL - OFFICE 
  
3 Hinge, Full Mortise TA2714-MCK 4-1/2" x 4-1/2" US26D MK 087100  
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1 Entry Lock PB 5407LN Temp Core 626 YA 087100  
1 Wall Stop 409 US32D RO 087100  
3 Silencer 608-RKW  RO 087100  
  

Set: 2.0 
Doors: 211 
Description: EXT ALUM - WORK AREA 
  
1 Continuous Hinge CFM_SLF-HD1-M  PE 087100  
1 Rim Exit Device, Classroom 7200 513F Temp Core 630 YA 087100  
1 Door Pull BF158 US32D RO 087100  
1 Surface Closer UNI4400 689 YA 087100  
1 Sweep 3452AV  PE 087100  
1 Threshold 2005AV  PE 087100  
1 Balance of Hardware Existing to Remain  OT   
1 Perimeter Seals by Door / Frame Mfg.  OT   
  

Set: 3.0 
Doors: x100, x110, x115, x116, X116B, X116C, X117, X118, X119, X120, X200, X202, X203, 
X204, X205, X213, X215A, X215B, X216, X217, X218 
Description: EXISTING TO REMAIN 
  
1 Balance of Hardware Existing to Remain  OT   
  

Set: 4.0 
Doors: 121 
Description: SGL - RATED - SUITE 
  
3 Hinge, Full Mortise TA2714-MCK 4-1/2" x 4-1/2" US26D MK 087100  

1 Utility, Asylum or Institutional 
Lock AU 5430LN Temp Core 626 YA 087100  

1 Surface Closer 4400 Reg/PA 689 YA 087100  
1 Kick Plate K1050 10" high CSK BEV US32D RO 087100  
1 Wall Stop 409 US32D RO 087100  
1 Gasketing S88BL LAR  PE 087100  
  
 

END OF SECTION 087100 
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	section 00410
	bID FORM
	NOTE: Use preferably black ink for completing this Bid form.
	Article 1 –  Bid Recipient
	1.01 This Bid is submitted for:

	TECHNOLOGY BUILDING SUITE 100 (B) – INTERIOR OFFICE RENOVATIONS
	1.02 This Bid is submitted to:
	1.03 The undersigned Bidder proposes and agrees, if this Bid is accepted, to enter into an Agreement with Owner in the form included in the Bidding Documents to perform all Work as specified or indicated in the Bidding Documents for the prices and wit...
	1.04 The person to contact for additional information regarding this Bid:
	NAME:
	TITLE:
	TELEPHONE:

	Article 2 –  Bidder’s Acknowledgements
	2.01 Bidder accepts all of the terms and conditions of the Instructions to Bidders, including without limitation those dealing with the disposition of Bid security. This Bid will remain subject to acceptance for 90 days after the Bid opening, or for s...
	2.02 Bidder accepts that Owner has the right to award the contract to the lowest qualified bidder and accept the base bid, combination of base bid and any alternates, or reject all bids, whichever is in the best interest of the Owner.

	Article 3 –  Bidder’s Representations
	3.01 In submitting this Bid, Bidder represents that:
	A. Bidder has examined and carefully studied the Bidding Documents, the other related data identified in the Bidding Documents, and the following Addenda, receipt of which is hereby acknowledged.
	B. Bidder has visited the Site and become familiar with and is satisfied as to the general, local and Site conditions that may affect cost, progress, and performance of the Work.
	C. Bidder is familiar with and is satisfied as to all federal, state and local Laws and Regulations that may affect cost, progress and performance of the Work.
	D. Bidder has carefully studied all:  (1) reports of explorations and tests of subsurface conditions at or contiguous to the Site and all drawings of physical conditions relating to existing surface or subsurface structures at the Site (except Undergr...
	E. Bidder has considered the information known to Bidder; information commonly known to contractors doing business in the locality of the Site; information and observations obtained from visits to the Site; the Bidding Documents; and the Site-related ...
	F. Based on the information and observations referred to in Paragraph 3.01.E above, Bidder does not consider that further examinations, investigations, explorations, tests, studies, or data are necessary for the determination of this Bid for performan...
	G. Bidder is aware of the general nature of work to be performed by Owner and others at the Site that relates to the Work as indicated in the Bidding Documents.
	H. Bidder has given Engineer written notice of all conflicts, errors, ambiguities, or discrepancies that Bidder has discovered in the Bidding Documents, and the written resolution thereof by Engineer is acceptable to Bidder.
	I. The Bidding Documents are generally sufficient to indicate and convey understanding of all terms and conditions for the performance of the Work for which this Bid is submitted.


	Article 4 –  Further Representations
	4.01 Bidder further represents that:
	A. This Bid is genuine and not made in the interest of or on behalf of any undisclosed individual or entity and is not submitted in conformity with any collusive agreement or rules of any group, association, organization or corporation;
	B. Bidder has not directly or indirectly induced or solicited any other Bidder to submit a false or sham Bid;
	C. Bidder has not solicited or induced any individual or entity to refrain from bidding; and
	D. Bidder has not engaged in corrupt, fraudulent, collusive, or coercive practices in competing for the Contract. For the purposes of this Paragraph 4.01.D:
	1. “corrupt practice” means the offering, giving, receiving, or soliciting of anything of value likely to influence the action of a public official in the bidding process;
	2. “fraudulent practice” means an intentional misrepresentation of facts made (a) to influence the bidding process to the detriment of Owner, (b) to establish bid prices at artificial non-competitive levels, or (c) to deprive Owner of the benefits of ...
	3. “collusive practice” means a scheme or arrangement between two or more Bidders, with or without the knowledge of Owner, a purpose of which is to establish bid prices at artificial, non-competitive levels; and
	4. “coercive practice” means harming or threatening to harm, directly or indirectly, persons or their property to influence their participation in the bidding process or affect the execution of the Contract.


	Article 5 –  Basis of Bid
	5.01 Bidder will complete the Work in accordance with the Contract Documents for the following price(s):

	Article 6 –  Time of Completion
	6.01 Bidder agrees that the Work will be substantially complete within 120 calendar days after the date when the Contract Times commence to run as provided in Paragraph 2.03 of the General Conditions, and will be completed and ready for final payment ...
	6.02 Bidder accepts the provisions of the Contract as to liquidated damages.

	Article 7 –  Attachments To This Bid
	7.01 The following documents are attached to and made a condition of this Bid:
	A. Required Bid security in the form of Bid Bond, Section 00430.
	B. List of Subcontractors
	C. Signed Section 00870- Certification Regarding Debarment, Suspension, Non-Collusion and Other Responsibility Matters
	D. Required bidders current certificate of responsibility issued by the state of Mississippi
	E. If the bidder is a non-resident contractor, a copy of the bidder’s current state bidder preference law pertaining to that states treatment of non-resident contractors pursuant to Miss. Code Ann. 8 31-3-21(3) or a statement on letterhead and signed ...
	F. E-Verify Compliance Letter and screenshot
	G. Official Secretary of State’s Letter of Good Standings with the State of Mississippi
	H. Corporate Minutes or other document showing authority to sign Bid Form


	Article 8 –  Defined Terms
	8.01 The terms used in this Bid with initial capital letters have the meanings stated in the Instructions to Bidders, the General Conditions, and the Supplementary Conditions.

	Article 9 –  BIDDER’S SIGNATURE AND SWORN STATEMENT
	STATE OF
	COUNTY OF
	9.02 I (Bidder) have examined and prepared the foregoing Bid(s) based on the information contained in the Project Manual provided with the Bid; that I have checked the same in detail before submitting this Bid; that I have full authority to make such ...
	Signature:
	Title:              (Corporate Seal)
	NOTARY PUBLIC:
	Subscribe and sworn to before me this _____ day of _______, 20__.
	Notary Public – State of       .
	My Commission expires        (Notary Seal).
	This page left blank
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	SECTION 00880
	CONTRACTOR CERTIFICATION STATEMENT
	STANDARD TERMS AND CONDITIONS AND FEDERAL ASSURANCES
	Contractor Name:  ________________________________________________
	Contract Number #:  _______________
	CONTRACTOR’S Authorized Representative (Please Print)

	Technology Building Improvements Stennis_087100_Door_Hardware_2026-05-09.pdf
	SECTION 087100 - DOOR HARDWARE
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 1 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. This Section includes commercial door hardware for the following:
	1. Swinging doors.

	B. Door hardware includes, but is not necessarily limited to, the following:
	1. Mechanical door hardware.
	2. Cylinders specified for doors in other sections.

	C. Related Sections:
	1. Division 01 Section "General Conditions”.
	2. Division 06 Section “Rough Carpentry”.
	3. Division 08 Section “Operations and Maintenance”.
	4. Division 08 Section “Hollow Metal Doors and Frames”.
	6. Division 08 Section “Aluminum-Framed Entrances and Storefronts”.
	7. Division 26 Section "Electrical”

	D. Codes and References: Comply with the version adopted by the Authority Having Jurisdiction.
	1. ANSI A117.1 - Accessible and Usable Buildings and Facilities.
	2. ICC/IBC - International Building Code.
	3. NFPA 70 - National Electrical Code.
	4. NFPA 80 - Fire Doors and Windows.
	5. NFPA 101 - Life Safety Code.
	6. NFPA 105 - Installation of Smoke Door Assemblies.
	7. State Building Codes, Local Amendments.

	E. Standards: All hardware specified herein shall comply with the following industry standards as applicable. Any undated reference to a standard shall be interpreted as referring to the latest edition of that standard:
	1. ANSI/BHMA Certified Product Standards - A156 Series.
	2. UL10C - Positive Pressure Fire Tests of Door Assemblies.
	3. ANSI/UL 294 - Access Control System Units.
	4. UL 305 - Panic Hardware.
	5. ANSI/UL 437- Key Locks.


	1.3 SUBMITTALS
	A. Product Data: Manufacturer's product data sheets including installation details, material descriptions, dimensions of individual components and profiles, operational descriptions and finishes.
	B. Door Hardware Schedule: Prepared by or under the supervision of supplier, detailing, fabrication and assembly of door hardware, as well as procedures and diagrams. Coordinate the final Door Hardware Schedule with doors, frames, and related work to ...
	1. Format: Comply with scheduling sequence and vertical format in DHI's "Sequence and Format for the Hardware Schedule."
	2. Organization: Organize the Door Hardware Schedule into door hardware sets indicating complete designations of every item required for each door or opening. Organize door hardware sets in same order as in the Door Hardware Sets at the end of Part 3....
	3. Content: Include the following information:
	a. Type, style, function, size, label, hand, and finish of each door hardware item.
	b. Manufacturer of each item.
	c. Fastenings and other pertinent information.
	d. Location of door hardware set, cross-referenced to Drawings, both on floor plans and in door and frame schedule.
	e. Explanation of abbreviations, symbols, and codes contained in schedule.
	f. Mounting locations for door hardware.
	g. Door and frame sizes and materials.
	h. Warranty information for each product.

	4. Submittal Sequence: Submit the final Door Hardware Schedule at earliest possible date, particularly where approval of the Door Hardware Schedule must precede fabrication of other work that is critical in the Project construction schedule. Include P...

	C. Keying Schedule: After a keying meeting with the owner has taken place prepare a separate keying schedule detailing final instructions. Submit the keying schedule in electronic format. Include keying system explanation, door numbers, key set symbol...
	D. Informational Submittals:
	1. Product Test Reports: Indicating compliance with cycle testing requirements, based on evaluation of comprehensive tests performed by manufacturer and witnessed by a qualified independent testing agency.


	1.4 CLOSEOUT SUBMITTALS
	A. Operating and Maintenance Manuals: Provide manufacturers operating and maintenance manuals for each item comprising the complete door hardware installation in quantity as required in Division 01, Closeout Procedures.
	B. Project Record Documents: Provide record documentation of as-built door hardware sets in digital format (.pdf, .docx, .xlsx, .csv) and as required in Division 01, Project Record Documents.

	1.5 QUALITY ASSURANCE
	A. Manufacturers Qualifications: Engage qualified manufacturers with a minimum 5 years of documented experience in producing hardware and equipment similar to that indicated for this Project and that have a proven record of successful in-service perfo...
	B. Certified Products: Where specified, products must maintain a current listing in the Builders Hardware Manufacturers Association (BHMA) Certified Products Directory (CPD).
	C. Installer Qualifications: A minimum 3 years documented experience installing both standard and electrified door hardware similar in material, design, and extent to that indicated for this Project and whose work has resulted in construction with a r...
	D. Door Hardware Supplier Qualifications: Experienced commercial door hardware distributors with a minimum 5 years documented experience supplying both mechanical and electromechanical hardware installations comparable in material, design, and extent ...
	E. Source Limitations: Obtain each type and variety of door hardware specified in this section from a single source unless otherwise indicated.
	1. Electrified modifications or enhancements made to a source manufacturer's product line by a secondary or third party source will not be accepted.

	F. Each unit to bear third party permanent label indicating compliance with the referenced testing standards.
	G. Keying Conference: Conduct conference to comply with requirements in Division 01 Section "Project Meetings." Keying conference to incorporate the following criteria into the final keying schedule document:
	1. Function of building, purpose of each area and degree of security required.
	2. Plans for existing and future key system expansion.
	3. Requirements for key control storage and software.
	4. Installation of permanent keys, cylinder cores and software.
	5. Address and requirements for delivery of keys.

	H. Pre-Submittal Conference: Conduct coordination conference in compliance with requirements in Division 01 Section "Project Meetings" with attendance by representatives of Supplier(s), Installer(s), and Contractor(s) to review proper methods and the ...
	1. Prior to installation of door hardware, conduct a project specific training meeting to instruct the installing contractors' personnel on the proper installation and adjustment of their respective products. Product training to be attended by install...
	2. Inspect and discuss electrical roughing-in, power supply connections, and other preparatory work performed by other trades.
	3. Review sequence of operation narratives for each unique access controlled opening.
	4. Review and finalize construction schedule and verify availability of materials.
	5. Review the required inspecting, testing, commissioning, and demonstration procedures

	I. At completion of installation, provide written documentation that components were applied according to manufacturer's instructions and recommendations and according to approved schedule.

	1.6 DELIVERY, STORAGE AND HANDLING
	A. Inventory door hardware on receipt and provide secure lock-up and shelving for door hardware delivered to Project site. Do not store electronic access control hardware, software or accessories at Project site without prior authorization.
	B. Tag each item or package separately with identification related to the final Door Hardware Schedule, and include basic installation instructions with each item or package.
	C. Deliver, as applicable, permanent keys, cylinders, cores, access control credentials, software and related accessories directly to Owner via registered mail or overnight package service. Instructions for delivery to the Owner shall be established a...

	1.7 COORDINATION
	A. Templates: Obtain and distribute to the parties involved templates for doors, frames, and other work specified to be factory prepared for installing standard and electrified hardware. Check Shop Drawings of other work to confirm that adequate provi...
	B. Door and Frame Preparation: Doors and corresponding frames are to be prepared, reinforced and pre-wired (if applicable) to receive the installation of the specified electrified, monitoring, signaling and access control system hardware without addit...

	1.8 WARRANTY
	A. General Warranty: Reference Division 01, General Requirements. Special warranties specified in this Article shall not deprive Owner of other rights Owner may have under other provisions of the Contract Documents and shall be in addition to, and run...
	B. Warranty Period: Written warranty, executed by manufacturer(s), agreeing to repair or replace components of standard and electrified door hardware that fails in materials or workmanship within specified warranty period after final acceptance by the...
	1. Structural failures including excessive deflection, cracking, or breakage.
	2. Faulty operation of the hardware.
	3. Deterioration of metals, metal finishes, and other materials beyond normal weathering.
	4. Electrical component defects and failures within the systems operation.

	C. Warranty Period: Unless otherwise indicated, warranty shall be one year from date of Substantial Completion.


	PART 2 -  PRODUCTS
	2.1 MATERIALS
	A. Hardware shall not have any visible manufacturer names on exposed materials, except cylinders, when the door is in a closed position.

	2.2 BUTT HINGES
	A. Hinges: ANSI/BHMA A156.1 butt hinges with number of hinge knuckles and other options as specified in the Door Hardware Sets.
	1. Quantity: Provide the following hinge quantity:
	a. Two Hinges: For doors with heights up to 60 inches.
	b. Three Hinges: For doors with heights 61 to 90 inches.
	c. Four Hinges: For doors with heights 91 to 120 inches.
	d. For doors with heights more than 120 inches, provide 4 hinges, plus 1 hinge for every 30 inches of door height greater than 120 inches.

	2. Hinge Size: Provide the following, unless otherwise indicated, with hinge widths sized for door thickness and clearances required:
	a. Widths up to 3’0”: 4-1/2” standard or heavy weight as specified.
	b. Sizes from 3’1” to 4’0”: 5” standard or heavy weight as specified.

	3. Hinge Weight and Base Material: Unless otherwise indicated, provide the following:
	a. Exterior Doors: Heavy weight, non-ferrous, ball bearing or oil impregnated bearing hinges unless Hardware Sets indicate standard weight.
	b. Interior Doors: Standard weight, steel, ball bearing or oil impregnated bearing hinges unless Hardware Sets indicate heavy weight.

	4. Hinge Options: Comply with the following:
	a. Non-removable Pins: With the exception of electric through wire hinges, provide set screw in hinge barrel that, when tightened into a groove in hinge pin, prevents removal of pin while door is closed; for all out-swinging lockable doors.

	5. Manufacturers:
	a. McKinney (MK) - TA/T4A Series, 5-knuckle.



	2.3 CONTINUOUS HINGES
	A. Continuous Geared Hinges: ANSI/BHMA A156.26 Grade 1-600 continuous geared hinge. with minimum 0.120-inch thick extruded 6063-T6 aluminum alloy hinge leaves and a minimum overall width of 4 inches. Hinges are non-handed, reversible and fabricated to...
	1. Where specified, provide modular continuous geared hinges that ship in two or three pieces and form a single continuous hinge upon installation.
	2. Manufacturers:.
	a. Pemko (PE).



	2.4 CYLINDERS AND KEYING
	A. General: Cylinder manufacturer to have minimum (10) years experience designing secured master key systems and have on record a published security keying system policy.
	1. Manufacturers:
	a. Match Existing, Field Verify.


	B. Cylinder Types: Original manufacturer cylinders able to supply the following cylinder formats and types:
	1. Threaded mortise cylinders with rings and cams to suit hardware application.
	2. Rim cylinders with back plate, flat-type vertical or horizontal tailpiece, and raised trim ring.
	3. Bored or cylindrical lock cylinders with tailpieces as required to suit locks.
	4. Tubular deadlocks and other auxiliary locks.
	5. Mortise and rim cylinder collars to be solid and recessed to allow the cylinder face to be flush and be free spinning with matching finishes.
	6. Keyway: Match Facility Standard.

	C. Keying System: Each type of lock and cylinders to be factory keyed.
	1. Supplier shall conduct a "Keying Conference" to define and document keying system instructions and requirements.
	2. Furnish factory cut, nickel-silver large bow permanently inscribed with a visual key control number as directed by Owner.
	3. New System: Key locks to a new key system as directed by the Owner.

	D. Key Quantity: Provide the following minimum number of keys:
	1. Change Keys per Cylinder: Two (2)
	2. Master Keys (per Master Key Level/Group): Five (5).
	3. Construction Keys (where required): Ten (10).

	E. Construction Keying: Provide construction master keyed cylinders.
	F. Key Registration List (Bitting List):
	1. Provide keying transcript list to Owner's representative in the proper format for importing into key control software.
	2. Provide transcript list in writing or electronic file as directed by the Owner.


	2.5 CYLINDRICAL LOCKS AND LATCHING DEVICES
	A. Cylindrical Locksets, Grade 1 (Heavy Duty): ANSI/BHMA A156.2, Series 4000, Operational Grade 1 Certified Products Directory (CPD) listed cylindrical locksets. Listed manufacturers shall meet all functions and features as specified herein.
	1. Manufacturers:
	a. ASSA ABLOY ACCENTRA (YA) - 5400LN Series.



	2.6 LOCK AND LATCH STRIKES
	A. Strikes: Provide manufacturer's standard strike with strike box for each latch or lock bolt, with curved lip extended to protect frame, finished to match door hardware set, unless otherwise indicated, and as follows:
	1. Flat-Lip Strikes: For locks with three-piece antifriction latchbolts, as recommended by manufacturer.
	2. Extra-Long-Lip Strikes: For locks used on frames with applied wood casing trim.
	3. Aluminum-Frame Strike Box: Provide manufacturer's special strike box fabricated for aluminum framing.
	4. Double-lipped strikes: For locks at double acting doors. Furnish with retractable stop for rescue hardware applications.

	B. Standards: Comply with the following:
	1. Strikes for Mortise Locks and Latches: BHMA A156.13.
	2. Strikes for Bored Locks and Latches: BHMA A156.2.
	3. Strikes for Auxiliary Deadlocks: BHMA A156.36.
	4. Dustproof Strikes: BHMA A156.16.


	2.7 CONVENTIONAL EXIT DEVICES
	A. General Requirements: All exit devices specified herein shall meet or exceed the following criteria:
	1. Exit devices shall have a five-year warranty.
	2. At doors not requiring a fire rating, provide devices complying with NFPA 101 and listed and labeled for "Panic Hardware" according to UL305. Provide proper fasteners as required by manufacturer including sex nuts and bolts at openings specified in...
	3. Where exit devices are required on fire rated doors, provide devices complying with NFPA 80 and with UL labeling indicating "Fire Exit Hardware". Provide devices with the proper fasteners for installation as tested and listed by UL. Consult manufac...
	4. Except on fire rated doors, provide exit devices with hex key dogging device to hold the pushbar and latch in a retracted position. Provide optional keyed cylinder dogging on devices where specified in Hardware Sets.
	5. Devices must fit flat against the door face with no gap that permits unauthorized dogging of the push bar. The addition of filler strips is required in any case where the door light extends behind the device as in a full glass configuration.
	6. Lever Operating Trim: Where exit devices require lever trim, furnish manufacturer's heavy duty escutcheon trim with threaded studs for thru-bolts.
	a. Lock Trim Design: As indicated in Hardware Sets, provide finishes and designs to match that of the specified locksets.
	b. Where function of exit device requires a cylinder, provide a cylinder (Rim or Mortise) as specified in Hardware Sets.

	7. Vertical Rod Exit Devices: Where surface or concealed vertical rod exit devices are used at interior openings, provide as less bottom rod (LBR) unless otherwise indicated. Provide dust proof strikes where thermal pins are required to project into t...
	8. Narrow Stile Applications: At doors constructed with narrow stiles, or as specified in Hardware Sets, provide devices designed for maximum 2” wide stiles.
	9. Dummy Push Bar: Nonfunctioning push bar matching functional push bar.
	10. Rail Sizing: Provide exit device rails factory sized for proper door width application.
	11. Through Bolt Installation: For exit devices and trim as indicated in Door Hardware Sets.

	B. Conventional Push Rail Exit Devices (Heavy Duty): ANSI/BHMA A156.3, Grade 1 Certified Products Directory (CPD) listed exit devices. Listed manufacturers shall meet all functions and features as specified herein.
	1. Manufacturers:
	a. ASSA ABLOY ACCENTRA (YA) - 7000 Series.



	2.8 SURFACE DOOR CLOSERS
	A. All door closers specified herein shall meet or exceed the following criteria:
	1. General: Door closers to be from one manufacturer, matching in design and style, with the same type door preparations and templates regardless of application or spring size. Closers to be non-handed with full sized covers.
	2. Standards: Closers to comply with UL-10C for Positive Pressure Fire Test and be U.L. listed for use of fire rated doors.
	3. Size of Units: Comply with manufacturer's written recommendations for sizing of door closers depending on size of door, exposure to weather, and anticipated frequency of use. Where closers are indicated for doors required to be accessible to the Am...
	4. Closer Arms: Provide heavy duty, forged steel closer arms unless otherwise indicated in Hardware Sets.
	5. Closers shall not be installed on exterior or corridor side of doors; where possible install closers on door for optimum aesthetics.
	6. Closer Accessories: Provide door closer accessories including custom templates, special mounting brackets, spacers and drop plates as required for proper installation. Provide through-bolt and security type fasteners as specified in the hardware sets.

	B. Door Closers, Surface Mounted (Unitrol): ANSI/BHMA A156.4, Grade 1 Certified Products Directory (CPD) listed surface mounted closers with door stop mechanism to absorb dead stop shock on arm and top hinge. Hold-open arms to have a spring loaded mec...
	1. Manufacturers:
	a. ASSA ABLOY ACCENTRA (YA) - Unitrol Series.



	2.9 DOOR STOPS AND HOLDERS
	A. Door Stops and Bumpers: ANSI/BHMA A156.16, Grade 1 door stops and wall bumpers. Provide wall bumpers, either convex or concave types with anchorage as indicated, unless floor or other types of door stops are specified in Hardware Sets. Do not mount...
	1. Manufacturers:
	a. Rockwood (RO).



	2.10 ARCHITECTURAL SEALS
	A. General: Thresholds, weatherstripping, and gasket seals to be of type and design as specified below or in the Hardware Sets. Provide continuous weatherstrip gasketing on exterior doors and provide smoke, light, or sound gasketing on interior doors ...
	B. Smoke Labeled Gasketing: Assemblies complying with NFPA 105 that are listed and labeled by a testing and inspecting agency acceptable to authorities having jurisdiction, for smoke control ratings indicated, based on testing according to UL 1784.
	1. Provide smoke labeled perimeter gasketing at all smoke labeled openings.

	C. Fire Labeled Gasketing: Assemblies complying with NFPA 80 that are listed and labeled by a testing and inspecting agency acceptable to authorities having jurisdiction, for fire ratings indicated, based on testing according to UL-10C.
	1. Provide intumescent seals as indicated to meet UL10C Standard for Positive Pressure Fire Tests of Door Assemblies, and NFPA 252, Standard Methods of Fire Tests of Door Assemblies.

	D. Sound-Rated Gasketing: Assemblies that are listed and labeled by a testing and inspecting agency, for sound ratings indicated.
	E. Replaceable Seal Strips: Provide only those units where resilient or flexible seal strips are easily replaceable and readily available from stocks maintained by manufacturer.
	F. Manufacturers:
	1. Pemko (PE).


	2.11 FABRICATION
	A. Fasteners: Provide door hardware manufactured to comply with published templates generally prepared for machine, wood, and sheet metal screws. Provide screws according to manufacturers recognized installation standards for application intended.

	2.12 FINISHES
	A. Standard: Designations used in the Hardware Sets and elsewhere indicate hardware finishes complying with ANSI/BHMA A156.18, including coordination with traditional U.S. finishes indicated by certain manufacturers for their products.
	B. Provide quality of finish, including thickness of plating or coating (if any), composition, hardness, and other qualities complying with manufacturer's standards, but in no case less than specified by referenced standards for the applicable units o...
	C. Protect mechanical finishes on exposed surfaces from damage by applying a strippable, temporary protective covering before shipping.


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine scheduled openings, with Installer present, for compliance with requirements for installation tolerances, labeled fire door assembly construction, wall and floor construction, and other conditions affecting performance.
	B. Notify architect of any discrepancies or conflicts between the door schedule, door types, drawings and scheduled hardware. Proceed only after such discrepancies or conflicts have been resolved in writing.

	3.2 PREPARATION
	A. Hollow Metal Doors and Frames: Comply with ANSI/DHI A115 series.
	B. Wood Doors: Comply with ANSI/DHI A115-W series.

	3.3 INSTALLATION
	A. Install each item of mechanical and electromechanical hardware and access control equipment to comply with manufacturer's written instructions and according to specifications.
	1. Installers are to be trained and certified by the manufacturer on the proper installation and adjustment of fire, life safety, and security products including: hanging devices; locking devices; closing devices; and seals.

	B. Mounting Heights: Mount door hardware units at heights indicated in following applicable publications, unless specifically indicated or required to comply with governing regulations:
	1. Standard Steel Doors and Frames: DHI's "Recommended Locations for Architectural Hardware for Standard Steel Doors and Frames."
	2. DHI TDH-007-20: Installation Guide for Doors and Hardware.
	3. Where indicated to comply with accessibility requirements, comply with ANSI A117.1 "Accessibility Guidelines for Buildings and Facilities."
	4. Provide blocking in drywall partitions where wall stops or other wall mounted hardware is located.

	C. Retrofitting: Install door hardware to comply with manufacturer's published templates and written instructions. Where cutting and fitting are required to install door hardware onto or into surfaces that are later to be painted or finished in anothe...
	D. Push Plates and Door Pulls: When through-bolt fasteners are in the same location as a push plate, countersink the fasteners flush with the door face allowing the push plate to sit flat against the door.
	E. Thresholds: Set thresholds for exterior and acoustical doors in full bed of sealant complying with requirements specified in Division 7 Section "Joint Sealants."
	F. Storage: Provide a secure lock up for hardware delivered to the project but not yet installed. Control the handling and installation of hardware items so that the completion of the work will not be delayed by hardware losses before and after instal...

	3.4 ADJUSTING
	A. Initial Adjustment: Adjust and check each operating item of door hardware and each door to ensure proper operation or function of every unit. Replace units that cannot be adjusted to operate as intended. Adjust door control devices to compensate fo...

	3.5 CLEANING AND PROTECTION
	A. Protect all hardware stored on construction site in a covered and dry place. Protect exposed hardware installed on doors during the construction phase. Install any and all hardware at the latest possible time frame.
	B. Clean adjacent surfaces soiled by door hardware installation.
	C. Clean operating items as necessary to restore proper finish. Provide final protection and maintain conditions that ensure door hardware is without damage or deterioration at time of owner occupancy.

	3.6 DEMONSTRATION
	A. Instruct Owner's maintenance personnel to adjust, operate, and maintain mechanical and electromechanical door hardware.

	3.7 DOOR HARDWARE SETS
	A. The hardware sets represent the design intent and direction of the owner and architect. They are a guideline only and should not be considered a detailed hardware schedule. Discrepancies, conflicting hardware and missing items should be brought to ...
	1. Quantities listed are for each pair of doors, or for each single door.
	2. The supplier is responsible for handing and sizing all products.
	3. Where multiple options for a piece of hardware are given in a single line item, the supplier shall provide the appropriate application for the opening.
	4. At existing openings with new hardware the supplier shall field inspect existing conditions prior to the submittal stage to verify the specified hardware will work as required. Provide alternate solutions and proposals as needed.

	B. Manufacturer’s Abbreviations:




